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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE

PART No. : HC-HY — sk

RELEASE DATE: 2019-7-25 REVISION: A ECN No. : PAGE: 3 OF 12

1. Scope
& Y
The contents of specifications for 2.0 series connector strip including

product performance, test methods and inspection requirements

BN FEET 2.0 RIFHERS, B8 7RI, sl A 2R

2. APPLICABLE STANDARDS
& A b it
2.1 GB/T2421 Testing method for Environmental of ElecfiicalConnectors Class 1:

General Principles

GB/T2421 LR 7 i A B G 7 S Y]

2.2 GB/T2423 Testing method for Environmental of Electrical Connectors
GB/T2423 FL AL 7 i AR T 7k

2.3 GB/T2424 Testing method for Environmental of Electrical Connectors
GB/T2424 HL A 7 i A Bt 5 )

2.4 GB/T5095 Testing procedure/method for components of electric equipment

GB/T5095 HL T B A P R T 2 A ik e R I it 8 vk

3. USE CONDITION

il FH 254

3.1 Ambient temperature Range: -25°C ~ +85 C
HEERE: 25 C ~ +85 C

3.2 Applicable Wire Sizes: AWG #24~ #30
WHEM:  AWG #24~#30

3.3 Applicable PC board thick:ness: 0.8~1.6mm
G HPCHRESE:  0.8~1. 6mm

4. Appearance and Dimension
HMRLRAT

4.1 Appearance : Product surface without defect . dirt. crack. and mechanical
damage, Contact without rust plating not oxides and not peeled
77 R T AN R A F IR ToYE. FUR LU O B . SRR AL
V& S5 A o

4.2 Dimension: According to drawings
HMRERT: AR IR 13

4.3 Exchangeable: Exchangeable with same specification products

SR /3 P Bl i/ VA AR




4

RO AN R A 74T PR ]
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5. Material
ok
No. P/N Type Material Finish Explain
75 TR H (s R Ab A
5.1 Terminal Contact Phosphor bronze Tin plating:2~4K m
iy F % B W4 JF0. 2mm BEAS. 2~4W m
5.2 Housing Plastic PAGE UL9AV-0 Color: White
L 9B 5 Bith: At
Plastic PAGE UL9AV—0 Color: :Nature
¥H it .
- Wafer 5 Bifh. A, ROKS
Bt )R
Contact Brass Tin plating:2.5~5t m
1 4 E 0. 50mm BEES. 2.5~51 m
Plastic PAGE UL9AV—0 Color: :Nature
5 4 Wafer ¥ 7 Bifh. A
' 37/ FibU
Contact Brass Tin plating:2.5~5t m
O 4 E 0. 50mm BES. 2.5~51 m
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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE
PART No. : HC-HY — sskskk
RELEASE DATE: 2019-7-25 REVISION: A ECN No. : PAGE: 5 OF 12
6+ Electrical Performance
HL A 1 RE
No. Item Test mode Requirement
5 i H G SWIREN FiRZELR
61 Current Rated 24 AC DG
' HE LI
6.9 Voltage Rated 9507 AC DC
' e HL
A maximum voltage of 20m
V and maximum current of 1
0OOmA are applied to the Mate
connector
c Resi MRS T ks, Wig |Initial value less than 10m
6.3 T [MELMEATIR ML nVL R 0
KB FE100 mA
VIIRE< 10Q
Does not include wire
resistance
A ZERH T
Apply 800V AC (rms) for I
minute and the leakage
current shall not exceed
0.5mA to the adjacent
6.4 Withstand voltage terminal and ground of the No breakdown or flashover
[NGENES mate connectors
HE IR T HIERS, AWM iy A ) i
AR R Bty 25 Jite LA R 800V AC
(BRE) Wa 158, HiRH
L AUNT0. 5mA (%25
Apply 1000V DC(rms) for I
minute between adjacent
contacts to measure the More thanlO00 M @
6.5 Insulation Resistance insulation resistance

# 2 LT

AR F2fi AR, — 23 h N it
PL 1000V DCHE L, U&= HA ] 1)
7 2 BH P

=1000M Q
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7~ Mechanical Performance:
B e
No. Item Test mode Requirement
55 i H TRE T V2 FiRELR
AWGHZ24wire | More than 30N
AWGH24 5 2% =30N
Terminal crimping wire AWGH#26wire | More than 20N
Axial per minute to 25 +3mm| AWGH26'5:4% =20N
Terminal crimping Wire |rate of the pullout force AWGE28wire |More than 13N
7.1 strength . ~
S TR S TR AWGH28 4 =1
v f- BT R R H LR, DABE B AWGH30wire | More than 8N
254 3mm 2 HhAR H 7 AWGH305: £ =8N
The terminal and the hole seat at a
_ . react per minute to 25 F3mm along the
Fixed terminals And  |yrite direction are pulled out from the Percontact
7.2 hole seat hole in the seat capacity \ N
ST 5 L 2 ) R i
v T 5L AL G LLAE 2> 8 2543mm FIEE | More than 10N
R TT I, K i A FLBE 4k H 1 7 = 10N
The housing together with the terminal
Single contact ends with wafer matched at a rate per
7.9 insertion force minute to 25+3mm inserting force test Less than 10N
) . < 10N
LRk dE N )
LR [ vty - 5 1 R 79 g L JC DA 3 25
+3mm [J3H BEAE A IR
The housing together with the terminal
Single contact Withdrawal ends with wafer matched at a rate per
7.4 force minute to 25+3mm inserting force test More than IN
) . . =1N
LR )
FL B [ vty ¥~ 5 1 7 g L JC DA 9 25
+3mm [ EEAE SR H A
Exerts a force on the pin end at a
rate per Minute 25+3mm until the needle Percontact
Pin Retention Force pin |exit Seat pull-out force g
7.5 Pkl [ 5 47 B — R
FE B 0 /7 CASE 23 4d 25+ 3mm fR5E FE B # | More than 10N
BHIR BRI R ) =10N
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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE
PART No. : HC-HY — sk
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7~ Mechanical Performance:
B e
No. Item Test mode Requirement
5 moH PRI T2 FORELR
Mate connectors up 30 cycles at a Contact
Maximum rate of 10 cycles per minute Resistance
Durability prior to environmental test <20m Q
7.6
LENE: LIRS T HOME B2 88 R AR BENIR G 4 bp | Sefi il
WRFT IO Sk, HE30KIR AN Sk <20m Q
TR
Mate connector combination state of
the welding circuit board as test samples
the request in accordance with the
following specification resistance to
vibration test whether to produce Appearance: No
discontinuous current determined during damage
the experiment (off) phenomenon after the o
experiment measuring contact resistance ShAL: - Tetm i
HEIRE T BERE AR AR Ay SE e Contact
FE&, RIE W F IR 2R, HHTI sl ses, siz| Resistance
B R T P AEANES L (WD) IR <20m Q
» SEIG I e I A He R
R, e Wl i A bl L
<20m Q
Vibration
7.7 _
%5h .
Frequency <5ﬁ%§) :10-55-10Hz/minute Current
Amplitude (JEME) : 1.5mm p-—p Discontinuity
Direction (J5[A]) : I micro second
1. Axis of up and down _E F#hm (YHD Max
2. Axis of right the left A AifhilH (Xfl) ‘
FEL V7L T«

3, Axis of front and back RJJG#lm (Z&)

Period (JEHH) : 2hour for each direction

B AN RS2/

1 B sec Max
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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE
PART No. : HC-HY — sk
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8. Endurance Characteristics:
B RE
No. Item Test mode Requirement
5 moH PRI T2 FORELR
Connector combination condition is
placed in the accordance with the
following specifications hlgh temperature Appearance: No
aging test after the test and measurement damage
of contact resistance
AAWL: TEtifh
HERE T ERERBE S nPRER T, K
MR R RS R, TR AL, WSS
B 45
o Thermal Aging IR B L Contaet
. 2rH S I
TR o
Temperature: 85+ 2°C 2= b e L
Period: 96 hours continuously <20m @
. 85+2C
JARA: FrER96 /Nt
Mate connector measure the temperature
rise of contact when the maximum rated
8.2 Temp:ilrature current is passed 30°C Max
I Tt

HADIRA T RS, 18I HOCE VAR
B ARE ETHE
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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE
PART No. : HC-HY — sekskk
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8. Endurance Characteristics:
WIEPERE
No. Item Test mode Requirement
55 i H RIS 7k FiRELR
Connector combination under the Appearance: No
condition of constant temperature of damage
the following spe01f1?at10ns constant S Fotads
temperature and humidity test after
the experiment measuring contact Contact
resistance insulation resistance and Resistance
withstand voltage test <20m @
Humidity HEWRE TR EE B E RS e AL PR
8.3 i I, ORI RIS, (TR, St|  <20m O
. IOt fr i R BH . a2 Ha FH DA R i R S 0 4 .
Insulation
Temperature:40+2°C (J&fF:40+2 °C) Resistance
Relative humidity: 90-95% =500m Q
(RH A8 %1% £ : 90-95%) No breakdown
Period: 96 hours continuously or flashover
ER - /s N N
(Hﬁﬁ: ?ﬂ‘é&gﬁd‘ﬁj‘) %T—_E"/_\ﬂgﬂjz‘%
PEEK
The combined state of connectors as
test samples in accordance with the
requirements of the following
specifications thermal shock test after
the test measuring contact resistance
insulation resistance and resistance to
voltage
HERE T REREARIE SR, KR Same as
8.4 Temperature cycling ?%ﬂ*@g*ﬁﬁf‘/é\ﬂﬁpﬂf;gﬁa ﬁt%}ﬁ%ﬂ”%?ﬁﬁﬂ paragraph 8.3
: L RE AR FRH . 82 FFH . DA R HEL s Uk []8. 38

One cycle consists of

-55+ 3 °C 30min,room temp 10-15min
854 3 °C 30min,room temp 10-15min

Total cycle :bHcycle

~55£3°C 307, JBUE e et 7] 10157 B
85+£3°C 30708, JHUE F it [a]10-157) B
PR CEL: 5K
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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE
PART No. : HC-HY — sk
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8. Endurance Characteristics:
B RE
No. Item Test mode Requirement
s 5 H L% ken BARTR
The combined state of connector as
test samples salt spray test according to
the following specifications test samples
will be clean again with the water to dry
naturally measurement of contact
. Appearance: No
resistance
damage
YLEIRAS B IR B A e i, e | PP A1
TR B AT ER KT S0, SIS JE A i
B KT 15 SR 00 A P LA
Salt spray Temperature :35 £3 °C
8.5 hE Solution:5+ 1 %
Period: Contact
Stamping after tin plated for 8 hours Resistance
Stamping before tin plated for 24 hours <20m Q
P2y L BH
WE: 3543 C <20m Q
WREE: 5E1%
S 3
2 FLAE S5 R 8 /N
Se i 5 HLAE 24/ N (kXD
In accordance with the following
specifications were placed tin soldering
test
o Area of
Solder ability FHCE B B MR AT AR 9 soldering:
8.6 AR =90 %
Solder temperature : 245+ 5° C JELES TN <
Immersion period:: 3 *+ 0.5S =90 %

JEESR . 24545° C
VIR 3+0.5S
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TITLE: 2.00MM PITCH HY CONNECTOR DOUBLE ROW TYPE

PART No. : HC-HY — sk

RELEASE DATE:
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8. Endurance Characteristics:

HEEPERE

Ttem
i H

Test mode

%

Requirement

BARER

8.7

Resistance to
soldering heat

M 42 3

Annual soldering tin process
Soldering time:3 + 0.5S
Soldering pot :350 *+ 5° C
FLIFGEHTZE

JRIERS[A]): 3+ 0.5S

JRAEIRAE: 350 £5 C

Mode of operation:
#EH X

Position DIP type needle solder
conducto or a fixed piece at the end of
the 1.5mm distance

DIPR St RGN E, FB®FERIE R K

3% 1.5mm

Wave soldering tin soldering process
Soldering time : 5% 0.5S

Soldering pot: 260 = 5 ° C
PSR IEE T2

JRIERT (] 5£0. 5S

JRIEIRE: 260£5°C

Appearance: No
damage

SR Tetm A
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9. Packaging Transportation Storage
e, B, A
9.1 Packaging
(EES

(1) Terminal within the Packaging for disc loading material Packaging plastic shell

packaging for plastic has seat plates tubes mounted (paste) into the certificate

indicate the product name specifications quantity production date and other information
i BN R R ERE . RSN BRI NERNT, R N, 283, ()
TNGIUE, W mARR. RS BE. HitHEER.

(2) Exterior package is carton facing the packing list the packing list marked with
product name specification model quantity date of dispatch

HMOBEONIRAT, MEAEAG R, AT EEND AR IR RS SR, Bt H

(3) The product in the box must not rock
FE AR TEAR AN SR B

9.2 Transportation
iz
Any vehicle can be adopted for the transportation but moisture—proof and no
mechanical damage Transport temperature to —20 ‘C —+b50 C
FoVFRARA 7 s, H 2508 G T BRI FH DG RS o AN BT R4 A 5% s S5 A LA A A 5
B ELIRE N-20 'C~+50 C

9.3 Storage
A7
(1) The connector of packing finished should be in the ambient temperature between
-20C ~ +40°C relative humidity < 80 % to store in storehouse air and
other corrosive gas in the ambient air
FL25 58 BRI R B NAE IR BRI FE N-20°C ~ +40°C, MIXHERE<80%, JHR =<+
BTN, B S e R M AR B PR g e AT

(2) Re—qualification test shall be conducted immediately while the storing

duration exceed 6 mouths

WAE N6 T, e H & A F &
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5.5010.05(&{1&) 0.20
| | SPECIFICATIONS
1. Current Rating: 2A AC, DC
o 2+ Voltage Rating: 100V AC, DC
§ _ 3. Temperatuer Range: -25°C~ +85C
g 4. Contact Resistance: 10mQ Max
5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 800V AC/minute
7. Material: Phosphoric bronze Tin-platde
_ 8. Applicable Wire Sizes:AWGH#24 30#
>
o
<
(=]
_ H
o o
o
o
| 5
H
=
1l F
|
\
0.31+0.05
1.2040.05 128
1.35£0.1Q
2.20£0.15 1.50£0.10,
o °
o o
E
° s/
A-A C M
GENERL TOLERANCE ol N ) ‘ =
DRANING YT R AR A R A F
DN 0L '.:g»Hng Shenzhenhuacant ianluELECTRONICS CO., LTD
XX +0.30 it PR 7 P W A&
(ot sgg | APROVAL TITLE HY (2.00) % 1 REV. A
e L 0 i P kLS VT i
1 VIRLRAT XN 4010 SCALE PART X0, HC-HY-T-10 ovrs |
75 TR H . # ¥ 7k e
Yo MODIFY CONTENT MODIFY DATE ingle  £3.0° | % tion @—% MATERTAL s | /1
1 \ \ 4 5 |




1 | 4 5
B+0.20
SPECIFICATIONS
££0.20 C 0so1s 1. Current Rating: 2A AC, DC
= 2+ Voltage Rating: 250V AC, DC
3. Temperatuer Range: —25°C~ +85°C
‘ | ‘ ‘ 4. Contact Resistance: 10mQ Max
= i ; H om— 5. Insulation Resistance: 1000mQ Min
I i o 6. Withstanding Voltang: 800V AC/minute
H i - 7. Material: PA66 UL94-VO
O
i : P
I \ 0
i | ™
I ™
= ! | i
Cireuit Part NO. Di/“\‘e“Si"“sBm c 5
2 HC-HY-2Y-X-10 2.00 | 4.55 | 3.30 | 2.00
3 HC-HY-3Y-X-10 4.00 | 6.55 | 3.30 | 3.00
A+0.15 1 HC-HY=4Y-X-10 6.00 | 8.55 | 4.75 | 4.00
5 HC-HY-5Y-X-10 8.00 | 10.55| 6.75 | 6.00
6 HC-HY-6Y-X-10 10.00 | 12.55 | 8.00 | 8.00
D+0.20 7 HC-HY=7Y-X-10 12.00 | 14.55 | 10.00 | 10.00
8 HC-HY-8Y-X-10 14.00 | 16.55 | 12.00 | 12.00
9 HC-HY-9Y-X-10 16.00 | 18.55 | 14.00 | 14.00
10 HC-HY=10Y-X-10 18.00 | 20.55 | 16.00 | 16.00
2.00£0.10 s 11 HC-HY-11Y-X-10 20.00 | 22.55 | 16.00 | 18.00
I = 12 HC-HY-12Y-X-10 22.00 | 24.55 | 16.00 | 20.00
i | | 13 HC-HY-13Y-X-10 24.00 | 26.55 | 16.00 | 22.00
| ! ! 14 HC-HY-14Y-X-10 26.00 | 28.55 | 16.00 | 24.00
T T T . T | o I g s R i i I T o 15 HC-HY-15Y-X-10 28.00 | 30.55 | 16.00 | 26.00
£ 8 3 8 58 8 58 858885 I | e ekl ng
+ —— | I
0 ‘ T \
| : AR | = |
| il N ‘ o Fsfik: | e o
4 \\\ / | JEDL | !* j
i ‘ ‘
| | | |
11V BUR TGt e ‘ ‘
19.5040.20 L 2 5Y J ‘ ‘
L ]
GENERL TOLERANCE il - y =
DRAWING /mﬂllﬁ?fﬁiﬂlj—t@ EE%%IKE/A\E
DIM ToL '.:g»Hng ShenzhenhuacantianluELECTRONICS CO. , LTD
XX +0.30 it HE PR TR o HE W A&
. APPROVAL TITLE Y (2. 0) g JLE REV. A
XXX 0.20 " o P
g - t il PR _V_NV_V_ AN A
1 WIRRR AT O 4010 SCALE oART NG, HC-HY-NY-X-10 INTTS mm
i THEAR H ) . # O B /Y
No. MODIFY CONTENT MODIFY DATE fngle  £3.0° ) Fieotion @—% MATERTAL s | V1
1 l 4 5 |




SPECIFICATIONS
1. Current Rating: 2A AC, DC

2+ Voltage Rating: 250V AC, DC
I I
Il | | 3. Temperatuer Range: —25°C~ +85°C
” ‘ ‘ 4, Contact Resistance: 10mQ Max
i 59 | 8 | . Insulation Resistance: m Min
! Q | 9 | 5. Insulation Resist 1000mQ M
| ! | 3 o | | 6. Vithstanding Voltang: 800V AC/minute
‘ /] ‘ R = | < i 7. Material: PA66 UL94-VO
I | | .
Il ™ § ‘ ‘ PIN Brass Tin-plated
\ \ >
L I | |
| | | |
| | | |
Yoo ‘ ‘ ‘
I I
SQ 0.50+0.05 ! . ! S
i 5.104+0.15 ‘ 2Pin ‘ Cireuit Part NO. DlilensmnsBmm -
} } 2 HC-HY-2A-X-10 2.00 | 6.00 | 4.80
3 HC-HY-3A-X-10 4,00 | 8.00 | 6.85
‘ ‘ 4 HC-HY-4A-X-10 6.00 | 10.00 | 8.85
| | 5 HC-HY-5A-X-10 8.00 | 12.00 | 10.85
B+0.20 ! o ! 6 HC-HY-6A-X-10 10.00 | 14.00 | 12.85
‘ - ‘ 7 HC-HY-7A-X-10 12.00 | 16.00 | 14.85
A+0.15 ‘ 9 ‘ 8 HC-HY-8A-X-10 14.00 | 18.00 | 16.85
o | 6.00£0.15 © | 9 HC-HY-9A-X-10 16.00 | 20.00 | 18.85
2.0040.10 = ‘ - ‘ 10 HC-HY-10A-X-10 | 18.00 | 22.00 | 20.85
e 9 - e 11 HC-HY-1IA-X-10 | 20.00 | 24.00 | 22.85
0 | o ! 12 HC-HY-12A-X-10 | 22.00 | 26.00 | 24.85
i - ‘ - ‘ 13 HC-HY-13A-X-10 | 24.00 | 28.00 | 26.85
2 ¢ —- - 9 14 HC-HY-14A-X-10 26.00 | 30.00 | 28.85
fi ! o ! 15 HC-HY-15A-X-10 | 28.00 | 32.00 | 30.85
; |‘ o 7ﬁgi$ 7%/:/@7@ ,%L, $ . ‘ Iﬂ ‘ ‘ ﬂ“‘ = ‘ 16 HC-HY-16A-X-10 | 30.00 | 34.00 | 32.85
d | 17 ] | |
i J‘—F \ i I TL i i
a3 ! 4.8040.15 ! C T
| | | |
C+0.20 ] | |
i i
1 1
Lo o
GENERL TOLERANCE | I F N ) ‘ =
DRAWING RIYNTT AR AR T PR A A
DIM ToL '.:g»Hng ShenzhenhuacantianluELECTRONICS CO. , LTD
XX +0.30 it HE PR TR o HE W A&
. APPROVAL TITLE Y (2.0 4 FEH REV. A
XXX 0.20 - oy .
g - t il PR _TV_NA_V— AN A
I iR o s | LS| HC-HY-NA-X-10 B
i THEAR H ) . # O B /Y
No. MODIFY CONTENT MODIFY DATE fngle  £3.0° ) Fieotion @—% VATERTAL s | V1
1 2 \ \ 4 5 \




SPECIFICATIONS
1. Current Rating: 2A AC, DC

‘ ‘ 2+ Voltage Rating: 250V AC, DC
Il | | 3. Temperatuer Range: —25°C~ +85°C
” ‘ ‘ 4, Contact Resistance: 10mQ Max
} } } } J/w’} } } } } < | 8 | 5. Insulation Resistance: 1000mQ Min
| ‘ | | | I | | | | ‘ | f o ‘ g ‘ 6. Withstanding Voltang: 800V AC/minute
[ - : — : : — R = | < i 7. Material: PA66 UL94-VO
I | | .
! ! ! ! Il ! ! ! ! ! ™ § ‘ ‘ PIN Brass Tin-plated
| \ \ '
T T ‘ r | |
‘ | |
‘ I I
| |
i | |
0.70£0.15 [ [
SQ 0.50+0.05 ‘ ! . ! —
1 ‘ 2P1n ‘ Cireuit Part NO. Dimensions mm
5.10£0.15 ! ! A B ¢
! ! 2 HC-HY2A-XK-10 | 2.00 | 6.00 | 4.80
3 HC-HY-3A-XK-10 | 4.00 | 8.00 | 6.85
‘ ‘ 4 HC-HY—4A-X-K-10 | 6.00 | 10.00 | 8.85
| | 5 HC-HY-5A-XK-10 | 8.00 | 12.00 | 10.85
B+0.20 | o | 6 HC—HY— 10 | 10.00| 14.00 | 12.85
‘ - ‘ 7 HC-HY=7A-XK-10_ | 12.00 | 16.00 | 14.85
A+0.15 ‘ 9 ‘ 8 HC-HY-8A-X-K-10_ | 14.00 | 18.00 | 16.85
o | 6.00£0.15 © | 9 HC-HY-9A-XK-10 | 16.00 | 20.00 | 18.85
5002010 = ‘ - ‘ 10 HC-HY-10A-XK-10 | 18.00 | 22.00 | 20.85
e 9 - e ! ! 11 HC-HY-1IA-X-K-10_| 20.00 | 24.00 | 22.85
0 | o ! 12 HC-HY-12A-X-K-10 | 22.00 | 26.00 | 24.85
i - ‘ - ‘ 13 HC-HY-13A-X-K-10 | 24.00 | 28.00 | 26.85
2 ¢ —- - 9 14 HC-HY-14A-X-K-10 | 26.00 | 30.00 | 28.85
fi ! o ! 15 HC-HY-15A-X-K-10_| 28.00 | 32.00 | 30.85
E |‘ & 7%}7$7$/:/ﬁ$7$,$,ﬁ$7§} ‘ Iﬂ ‘ ‘ ﬂ“‘ = ‘ 16 HC-HY-16A-X-K-10 | 30.00 | 34.00 | 32.85
o [T If iy | |
S [ 1= | | o o
o ! 4.80£0.15 ! [ T
I I | |
C+0.20 ] | |
i i
! !
L ]
GENERL TOLERANCE | 1 - , —
DRAWING /mﬂllﬁ?fﬁiﬂlj—t@ EE%% IKE(/—\\ ]
DIM ToL '.:g»Hng ShenzhenhuacantianluELECTRONICS CO. , LTD
XX +0.30 it HE PR TR o HE s W A&
. APPROVAL TITLE Y (2.0 #4fF FFHAK REV. A
XXX 0.20 - oy .
g - t il PR _HV_NA_V_K— $fr
I iR o s | S HC-HY-NA-X-K-10 B
i THEAR H ) . # O B /Y
No. MODIFY CONTENT MODIFY DATE fngle  £3.0° ) Fieotion @—% VATERTAL s | V1
1 2 \ \ 4 5 \
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SPECIFICATIONS
B+0.20 1. Current Rating: 2A AC, DC
2+ Voltage Rating: 250V AC, DC
3. Temperatuer Range: —25°C~ +85°C
// 4. Contact Resistance: 10mQ Max
i 5. Insulation Resistance: 1000mQ Min
i Q ° & 6. Withstanding Voltang: 800V AC/minute
i ‘ T g 9 7. Material: PA66 UL94-VO
‘ i ‘ g o S PIN Brass Tin—plated
// ™~ Y ~]
@ @ @ I @ @ @ @ ‘ 7 M
1.00 3.25%+0.30 ‘ 5.10£0.15
Cireuit Part NO. D i:'e“SiO”SBmm c
SQ 0.510.05 o 2 HC-HY-2AWD-X-10 [ 2.00 | 6.00 | 4.85
3 HC-HY-3AWD-X-10 | 4.00 | 8.00 | 6.85
o 4 HC-HY-4AWD-X-10 | 6.00 | 10.00 | 8.85
8 Aj ! ! S 5 HC-HY-5AWD-X-10 | 8.00 | 12.00 | 10.85
2 | | | | | | | ! ! T T 6 HC-HY=6AND-X-10 [ 10.00 | 14.00 | 12.85
0| ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ \ \ ‘ 7 HC-HY=7AWD-X-10 | 12.00 | 16.00 | 14.85
?5 I I I I I I I I ! A ! 8 HC-HY-8AWD-X-10 | 14.00 | 18.00 | 16.85
‘ ‘ ‘ i ‘ ‘ ! ! 9 HC-HY-9AWD-X-10 | 16.00 | 20.00 | 18.85
‘ ‘ I ‘ ‘ ‘ ‘ S ‘ 10 HC-HY-10AWD-X-10 | 18.00 | 22.00 | 20.85
‘ ‘ ‘ I ‘ ‘ ‘ \ \ Lo QQ? 2.00 | 11 HC-HY-TIAWD-X-10 | 20.00 | 24.00 | 22.85
I B o B B | oo S i ! 12 HC-HY-12AWD-X-10 | 22.00 | 26.00 | 24.85
%J/‘j B J o ‘ g & ‘ ‘ g ‘ 13 HC-HY-I3AWD-X-10_| 24.00 | 28.00 | 26.85
/| - = %‘ q% P— 14 HC-HY-14AWD-X-10 | 26.00 | 30.00 | 28.85
| ‘W ‘ ,’/’ ‘ W‘ 9 ! b | 15 HC-HY-15AWD-X-10 | 28.00 | 32.00 | 30.85
1 8 ‘ ‘ ‘ ‘ 16 HC-HY-16AWD-X-10 | 30.00 | 34.00 | 32.85
[aN
2.00+0.10 ! 2 Pin o !
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o - r S . ]
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1 2 3 4 5
SPECIFICATIONS
B+0.20 1. Current Rating: 2A AC, DC
2+ Voltage Rating: 250V AC, DC
3. Temperatuer Range: —25°C~ +85°C
// 4. Contact Resistance: 10mQ Max
i 5. Insulation Resistance: 1000mQ Min
i Q ° & 6. Withstanding Voltang: 800V AC/minute
il ‘ T g 9 7. Material: PA66 UL94-VO
‘ i ‘ g o S PIN Brass Tin—plated
// ™~ Y ~]
Il ‘ 7
WM@J& ‘ =k
1.00 3.25%+0.30 ‘ 5.10£0.15
Cireuit Part NO. D i:'e“SiO”SBmm c
SQ 0.510.05 o o I 2 HC-HY-2AWD-X-K-10 | 2.00 | 6.00 | 4.85
3 HC-HY-3AWD-X-K-10 | 4.00 | 8.00 | 6.85
- 4 HC-HY-4AWD-X-K-10_| 6.00 | 10.00 | 8.85
8 Aj ! ! __ L o . 5 HC-HY-5AWD-X-K-10 | 8.00 | 12.00 | 10.85
2 | | | | | | | ! ! T T 6 HC-HY-6AND-X-K-10 [ 10.00 | 14.00 | 12.85
0| ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ \ \ ‘ 7 HC-HY-7AWD-X-K-10 | 12.00 | 16.00 | 14.85
?5 I I I I I I I ! A ! 8 HC-HY-8AWD-X-K-10 | 14.00 [ 18.00 | 16.85
| | | i | | ! ! 9 HC-HY-9AWD-X-K-10 | 16.00 | 20.00 | 18.85
‘ ‘ I ‘ ‘ ‘ ‘ S ‘ 10 HC-HY-10AND-X-K~10 | 18.00 | 22.00 | 20.85
‘ ‘ ‘ I ‘ ‘ ‘ \ \ Lo QQ? 2.00 | 11 HC-HY-T1AWD-X-K-10 | 20.00 | 24.00 | 22.85
I _ [ B B | . S i ! 12 HC-HY-12AND-X-K-10 | 22.00 | 26.00 | 24.85
ﬂ/‘j ﬁ $ % J 0 ‘ ‘ ‘ ;}( ‘ 13 HC-HY—13AWD-X—K~10 | 24.00 | 28.00 | 26.85
fF S - $ q; q} 14 HC-HY-14AND-X-K-10 | 26.00 | 30.00 | 28.85
| ‘W ‘ I ‘ W‘ 9 ! b | 15 | HCHY-15AWD-XK-10 | 28.00 | 32.00 | 30.85
1" 8 ‘ ‘ ‘ ‘ 16 HC-HY-16AND-X-K-10 | 30.00 | 34.00 | 32.85
[aN
2.00+0.10 ! 2 Pin o !
o5 L PCB LAYOUT J
o - r S . ]
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1 2 3 4 5
SPECIFICATIONS
1. Current Rating: 2A AC, DC
B£0.20 510 ~ 3054015 2. Voltage Rating: 250V AC, NDC
= 1.5040.1 3. Temperatuer Range: -25°C " +85C
_.—-—- — 4. Contact Resistance: 10mQ Max
f 5. Insulation Resistance: 1000mQ Min
o & 6. Withstanding Voltang: 800V AC/minute
- o A 7. Material: PA66 UL94-VO
= I =1 .
= § ©H PIN Brass Tin—plated
5 =
Ny
1 1 =
85
[7]0.1®)] 610402
Cireuit Part NO. Di:'e“SiO”SBmm c
2 HC-HY-2ALT-X-10 | 2.00 | 8.00 | 4.80
N 3 HC-HY-3ALT-X-10 | 4.00 | 10.00 | 6.80
€+0.20 F T 4 HCHV-4ALTX-10 | 6.00 | 12.00 | 8.80
4.840.2 5 HC-HY-5ALT-X-10 | 8.00 | 14.00 | 10.80
| | | 6 HC-HY=6ALT-X-10 | 10.00 | 16.00 | 12.80
‘ s— ‘ ‘ 7 HC-HY=7ALT-X-10 | 12.00 | 18.00 | 14.80
- 3 HC-HY-8ALT-X-10 | 14.00 | 20.00 | 16.80
iz ﬁ iz ﬁﬂ'ﬁ‘ﬁ iz | % o \ | | 9 HC-HY-9ALT-X-10 16.00 | 22.00 | 18.80
L2 | . 10 HC-HY-10ALT-X-10 | 18.00 | 24.00 | 20.80
AH | ] ‘ ‘ ‘ = 1 HC-HY-1TALT-X-10 | 20.00 | 26.00 | 22.80
J i ‘ | 12 HC-HY-12ALT-X-10 | 22.00 | 28.00 | 24.80
O A A A | | | 13 HC-HY-I3ALT-X-10 | 24.00 | 30.00 | 26.80
2.00£0.1 0.50 14 HC-HY-14ALT-X-10 | 26.00 | 32.00 | 28.80
A40.2 ‘ ‘ ‘ 15 HC-HY-15ALT-X-10 | 28.00 | 34.00 | 30.80
= [ [ [ 16 HC-HY-16ALT-X-10 | 30.00 | 36.00 | 32.80
! 2 Pin ! ‘
L J PCB LAYOUT
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1 2 3 4 5
SPECIFICATIONS
1. Current Rating: 2A AC, DC
B 2+ Voltage Rating: 250V AC, DC
Lo o~ o
— 3. Temperatuer Range: -25C  +85C
9 4. Contact Resistance: 10mQ Max
© Q\_r 5. Insulation Resistance: 1000mQ Min
0 6. Withstanding Voltang: 800V AC/minute
N0 N ial: _
250403 7. Material PA66 UL94-V0
PIN Brass Tin—plated
B+0.20
N I T O
!l |
o It ! —
: I P g Dimensions mm
i ! H ! ! Circuit Part N(?A I B C
“ i | 2 HC-HY-2AWT-X-10 | 2.00 | 8.00 | 4.80
;. ” ‘ e 3 HC-HY-3AWT-X-10 | 4.00 | 10.00 | 6.80
Il ! 4 HC-HY-4AWT-X-10 | 6.00 | 12.00 | 8.80
J i ———— L ‘F A£0.10 T‘ 5 HC-HY-5AWT-X-10 | 8.00 | 14.00 | 10.80
| i i i 4 i 6 HC-HY=6ANT-X-10 | 10.00 | 16.00 | 12.80
Il . | ‘ +—2.00£0.05 ‘ 7 HO-HY=7AWT%-10 | 12.00 | 18.00 | 14.80
o ! ‘ ! 8 HC-HY-8AWT-X-10 | 14.00 | 20.00 | 16.80
‘ 1 % I ‘ 9 HC-HY-9AWT-X-10 16.00 | 22.00 | 18.80
SQ 0.50£0.05 s — — 10 HC-HY—10AWT-X-10 | 18.00 | 24.00 | 20.80
IO L 0 | 11 HC-HY-TIANT-X-10 | 20.00 | 26.00 | 22.80
‘ 1 v — ‘ 12 HC-HY-12AWT-X-10 | 22.00 | 28.00 | 24.80
‘ | | o ‘ 13 HC-HY-13AWT-X-10 | 24.00 | 30.00 | 26.80
o) b 1.00 g ! 14 HC-HY-14ANT-X-10 | 26.00 | 32.00 | 28.80
N -~ ‘ o | | s} ‘ 15 HC-HY-15ANT-X-10 | 28.00 | 34.00 | 30.80
o C+0.20 i o | g O i 16 HC-HY-16AWT-X-10 | 30.00 | 36.00 | 32.80
—+ 3 + N — |
= o 8 |~ |
(o :f = | A T A -
i =0 i T 1.50 1.60+0.1 ing Information
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