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TAIL PART
 (EMPTY)TOP TAPE LEADER PART

NOTES

4.

PULL OUT DIRECTION

DETAILED DIMENSION OF THE CONNECTOR, SEE PRODUCT DRAWING.

COMPONENT
SUPPLIER

3.

5.

TOP TAPE PEEL FORCE IS DEFINED BY IEC60286-3

NUMBER OF CONNECTORS : 440 PCS/REEL

LEAD TAPE LENGTH.

MATERIAL
CARRIER TAPE :POLYSTYRENE
TOP TAPE :PET , OTHER
REEL :POLYSTYRENE(PS)(RECYCLE MATERIAL CONTAINED)
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(PITCH)

(FITTING NAIL WIDTH)

3

6

NOTES
1 MATERIAL

HOUSING: LIQUID CRYSTAL POLYMER UL94V-0 (COLOR :BLACK)
TERMINAL: COPPER ALLOY
FITTING NAIL: COPPER ALLOY
METAL COVER : STAINLESS STEEL

2 PLATING
TERMINAL :
   CONTACT AREA: GOLD PLATING 0.1μm MINIMUM.
   SOLDER TAIL AREA: GOLD PLATING 0.05μm MINIMUM.
   UNDERPLATING: NICKEL PLATING 0.8μm MINIMUM. 
   *DIVIDE INTO PARTS THE GOLD PLATING OF CONTACT AREA
    AND TAIL AREA BY THE NICKEL PLATING.
FITTING NAIL:
   SURFACE:TIN PLATING 1.0μm MINIMUM.
   UNDERPLATING: NICKEL PLATING 1.0μm MINIMUM.
APPLY FOR  (CIRCUIT/2)=EVEN.

4 MATE WITH : 55091**** / 53625**** / 53647**** / 53649**** / 53627****
5 TAIL AND FITTING NAIL COPLANARITY TO BE 0.1MAXIMUM.

STACK HEIGHT IS FIXEDLY KEPT BY A SPACER.
THIS DIMENSION SHOWS THE DIMENSION BETWEEN SOLDERING
SURFACE OF SOLDER TAILS.

�⌀5�VACUUM AREA
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