CzK

C&K Switches Catalog

Pushbutton
Tactile

Navigation

Keyswitch
Detect
oggl

Rocker

:

= E
—_ e
=
O,

eS

N
-
%

Rotary
Rotary (Encoder)

Switchlock
Thumbwheel

Smartcard Connector




Pushbutton

Product Selection Guide

Pushbutton
Series ELUM EP TP E020 8020 EO10 8060 8500 KM
Switch Type Lg/{?:ﬁ;:g Tiny Tiny actﬁgal\elz)m. actiigal\F/)I-om. Miniature Agi:ir:;l:e miﬁil;tt)l;re miﬁ;:a?;re
SPST, SPST,

Poles/Throws SPOT | SPDT, POt ooor SSI*Z[S% oot sPDT ooor SPST el

Max. Current 3.5 VA 1 Amp 1 Amp 1 Amp 1 Amp 4 Amps 6 Amps 3 Amps 1 Amp

Process Sealed ° . .

llluminated o . . .

PCB Mount Options

Thru-hole . B o . o . o . o
Vertical . . . B . B . B
Right Angle . . . ° . ° . . .
Surface Mount o °
Panel Mount . ° o ° o o
Page No. A-4 A-9 A-15 A-21 A-29 A-46 A-52 A-62 A-67
Pushbutton
Series 8600 8700 GP PN PHB F NE-18
Switch Type I_Vli_cro- Over _UI_tra- Alternate_ Short g{tﬁg;t-e Mains /
miniature Travel miniature & Mom. Action Stroke Action Power
DPDT,

Poles/Throws sest | st | SSE | seoroeor | oROL | Gooy DroT
8PDT, Varied
10PDT

Max. Current 500 mA 1 Amp 0.4 VA 200 mA 100 mA 500 mA 6A

Process Sealed .

PCB Mount Options

Thru-hole . . . . . . .
Vertical . . .
Right Angle . . . . .
Surface Mount .
Panel Mount ° o . .
Page No. A-71 A-74 A-77 A-81 A-84 A-87 A-96

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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Pushbutton

Product Selection Guide

Pushbutton
Series FP AP APB HP NP PBA PB PS
; Ultra - : Sealed Snap- ini Sub-miniature
Switch T L Industrial | Industrial p Miniature
witch Type Miniature ndustria ndustrial | Hall Effect Power acting Mom. Microminiature|
Linear DPDT SPDT
Poles/Throws SPST
w SPsT SPST Output SPDT DPST 4PDT DPDT
Max. Current 04VA | 400mA | 400mA | 10mA 5Amp | 250mA | 0.3A/1A 8-; ; ;ﬁ
Process Sealed . P67 IP67 1P68 P68
PCB Mount Options
Thru-hole o o o . . . L
Vertical ° o o . . 4
Right Angle . . d °
Panel Mount . . . . .
Wire Leads . . . .
Solder Lug . .
Surface Mount
Quick Connect
Page No. A-105 A-108 A-114 A-118 A-120 A-127 A-131 A-139

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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ELUM™ Series LEAD FREE

Right Angle llluminated Latching Pushbutton COMPATIBLE OPTION
Features/Benefits Typical Applications Patent Numbers
. 6,974,924 B2 US
®* SPDT (N.O. &N.C.) ® Telecom network equipment EP1583118B1 Europe
* Low height above PCB * Automotive electronics
* Reliable self-cleaning contact ® Consumer electronics
® Surface-mount or thru-hole PCB * Computer, server, modem,
e Standard or custom actuator data storage
e Central LED illumination ® Professional instrumentation,
, medical
® Latching or Momentary
® Long travel. Smooth feel
® RoHS compliant and compatible
Materials Operating Environment
FIXED CONTACTS: Stainless steel, silver plated with gold flash OPERATING TEMPERATURE: -40°C TO 80°C.
TERMINALS: Stainless steel, silver plated STORAGE TEMPERATURE: -40°C TO 80°C.
MOVABLE CONTACTS: Copper alloy, silver plated with RELATIVE HUMIDITY: 90% R.H. @ 80°C.
gold flash OPERATING LIFE: 30,000 Cycles.
BASE: Glass filled LCP (UL94V-0) VIBRATION: Per EIA 186-E Method
ACTUATOR: Glass filled nylon 4/6 (UL94V-0) MECHANICAL SHOCK: Per EIA 186-E Method 12.
COVER: Stainless steel OVERLOAD: Withstands 40 N for 1 minute without damage
Electrical Process Environment
MAXIMUM POWER: 3.5 VA SOLDERABILITY: According to Mil STD 202F Method 208D or EIA RS-
MIN./MAX. VOLTAGE: 20 mV - 50 VDC 186E Method 9.
MIN./MAX. CURRENT: 0.01 mA - 250 mA LEAD FREE PROCESS COMPATIBLE: 260°C peak, 10 seconds Max.
DIELECTRIC STRENGTH: > 250 Vrms above 250° C.
CONTACT RESISTANCE: < 50 mQ WASHING PROCESS: No clean process compatible (SMT)
INSULATION RESISTANCE: > 10° Q Bottom wash compatible (Thru-hole)
BOUNCE TIME: <1 ms SHEAR TEST (SWITCH/PCB): > 40 N
LED SPECIFICATIONS: See page A-5 Packaging
Mechanical “SA” Terminal Style SMT: Tape and reel per EIA 481-2 (450/reel)
OPERATING FORCE: 2.5 N at Full Travel “TH” Terminal Style PC: Tray (60/tray)

SWITCHING TRAVEL: .067" (1.7 mm)

LATCH TRAVEL: .131" (3.6 mm)
. u NOTE: Specifications and materials listed above are for switches with standard options.
FULL TRAVEL: .200 (5'1 mm) For information on specific and custom switches, please contact Customer Service.

NOTE: Any models supplied with Q, contact material are RoHS compliant.

Build-A-Switch
To order, simply select desired option from each category and place in the appropriate box.

Lefefugmi— | A e ]

Designation
ELUM ELUM Series
Switch Function
OA Momentary

OC*** Momentary short travel Actuator Style**

EE Latching (push-push) C02 Black without window
Terminal Style C12 Black with window
TH Right Angle, PC thru-hole C22 Black with window and snap
SA Right Angle, surface mount feature for custom actuators

Contact Material*
Q Silver with gold flash

lllumination ————
(NONE) Models without illumination
1 LED White

LED Bi-color — Red (Green)

LED Red

LED Amber

* Other plating options available, please contact Customer Service.
** Custom actuators available, please contact Customer Service.

LED Green
LED Blue
LED Bi-Color - Amber (Green)

*** Short travel available in momentary only.

g Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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ELUM™ Series
Right Angle llluminated Latching Pushbutton

ELUMEESAQ7C12 ELUMOATHQ6C12 _
-
c
™ ey 040 TYP, (72
o 197 , (1,02) =
(5,01) (5,01)‘| o
J == 1 c
SURFACE MOUNT t PC THRU-HOLE E I —-
' (11,43) 8'
2 n
g0 292 H ! =
2 (7,42) 00
(7,62)
7,62)
095DIA. 120 810 —» L
Rt (3007 (2058) @0%8) e
[ |
157 — 237 157 J
(©.59) g0 —»  601) (@) |
o (20,94 PCB SURFACE - iy S
PCB SURFAC o 068 TYP.
(21,7) 1,73)
ACTUATOR SHOWN EXTENDED POSITION ACTUATOR SHOWN EXTENDED POSITION
ELUMEESAQ3C22 =
P o |
200 H
(5,08)
SURFACE MOUNT f—— 810 —
131 DIA. 160 — (20,58)
(3.330) (4,06) |

237
824yl (6.01)

ACTUATOR SHOWN EXTENDED POSITION

E|L|U[MHTHT 11

ELUM ELUM SERIES, llluminated Latching Pushbutton

POSITION 1 i POSITION 2 - SCHEMATIC
SWITCH CONNECTED SWITCH CONNECTED 3C
OPTION CODE NO. OF POLES FUNCTION TERMINALS FUNCTION TERMINALS ANG / NO 2
°
SP
N 3-4 N (Mom., 3-2 SPDT
OA /0OC Momentary O ON (Mom.) s ;
SP
ON 3-4 ON 3-2
EE Latching (Push-Push) + Anode - Cathode
For SPST N.O. function, only terminals 3 & 2 are used. LED pins 1 & 5 are independent of
For SPST N.C. function, only terminals 3 & 4 are used. switch function.
Circuit: Make before break
NOTE: + Anode - Cathode

For bi-color LED’s the polarity must be reversed to alternate the color
5 1 E Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change

A-5 www.ck-components.com


http://www.ck-components.com

ELUM™ Series
Right Angle llluminated Latching Pushbutton

RIGHT ANGLE, SURFACE MOUNT RIGHT ANGLE, PC THRU-HOLE
c
(@) REF. SURFACE
= REF. SURFACE
3 / 062 DIA. TYP
428 _ATATYP. . - TYP,
Q2 (1086) | 4 5 (4.42) (1,570)
5 = U— .348— —.174 TYP.
4 TR (8.84) 4 3 (4.42)
- o —
o Y - 2
5 1
.080 SQ. TYP.
o1 (2,09)
@73 ™
862 .070 .738
(21,89) (1,78) (18,74)
PCB MOUNTING
REF. SURFACE\ REF. SURFACE
115 >
(51 32) @9
’ —_ 068 TYP
LA ]E l“ "
824 ‘ (0,15)
PCB SURFACE (20,94) PCB SURFACE 4—(";‘;52)—»
Terminal 5 = LED Anode Terminal 5 = LED Anode
OPTION CODE CONTACT MATERIAL | TERMINAL PLATING RATINGS
SILVER WITH SILVER
Q GOLD FLASH 250 mA

* Note: See Technical Data section of this catalog for RoHS compliant and compatible definitions and specifications.

FIXED CONTACTS AND TERMINALS: Stainless steel, silver plated with gold flash
MOVABLE CONTACTS: Copper alloy, silver plated with gold flash

NOTE: Any models supplied with Q, contact material are RoHS compliant.

OPTION ILLUMINATION TYPICAL INTENSITY* PEAK
CODE TYPE MIN MAX WAVELENGTH Vf Forward Voltage

(mcd) (nm)

0 Model without illumination N/A N/A

1 LED Super White 4,000 5,000 N/A 3.5

2 LED Bi-Color - Red (Green) 10 20 635/565 2.0

3 LED Red 4 8 700 2.0

5 LED Amber 35 50 610 2.0

6 LED Green 35 50 565 2.0

7 LED Super Blue 800 1,500 470 3.8

8 LED Bi-Color - Amber (Green) 10 10 585/565 2.0

*LED FORWARD CURRENT: 20 mA
LED FORWARD VOLTAGE: see chart above
LED REVERSE VOLTAGE: 5.0 V MAX

* For information on specific and custom LED, please contact Customer Service.

E Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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ELUM™ Series
Right Angle llluminated Latching Pushbutton

C02 BLACK WITHOUT WINDOW 022 BLACK WITH WINDOW AND SNAP FEATURE TO ACCEPT CUSTOM CAP v
.300 c
» SNAP DETAIL
(7,62) n
080 =2
—|  |—(2,03) o
¢ c
Tﬂ o
. - 1 ‘ 025 (o)
(0,63)
L.OBOT S
~— REF. SURFACE dBel || O
' -— 0035
(0,89)
C12  BLACK WiITH winDOW SNAP ON REF.
SURFACE —»
197 L _ . .300 see cap detail 0.030
(5,00) .095 DIA. (7,62) 045 (0,76)
(2,410) (114) - .160
(4,06) .200 —
090 — g | |[— 190 (5,08) 131 DIA.
[ (229) (483) (3,330)
- g | ) T
157 T
(3,99)
<—REF. SURFACE | FERSURFACE] o7
(9,60)
* Custom actuators available, please contact Customer Service.
FORCE
A
FUL | mm—mmm mmm - — = = =
ACTUATION
FORCE
2509+ 759
| tt— 786 gy
! I 157 (1999 079 059 DIA 275
| | 0™ |" 20 /7 (1500) (6.99) 7™
| | >0 0 0 o[o ofo o djloo Fooo o
¢ L - TRAVEL
NO ACTUATION SW!TCH LA _CH FULL ACTUATION T - e
| 1.031
(26,19)

%|C§ NEENE %j% (52,37) (56,01) L

| |
NC. | A}_. | :
0 : : »- l | 2062 2.205
|
! |

NO. * |
0 — >
| / - _ -7
I / ’ - - - - —
| / // /// 0o POO0OO0O00|0OO0DO0O0OQRO00C0
| 7 ==
e Sy - L..157 ELONGATED HOLES
(r r (4,0)
——t——
[ [—
(A > E3m FEED DIRECTION
11 = _—
Ao jﬂ g
B—
C—» o
— ~=— ACTUATOR POSITION

OA,EE ACTUATOR POSITION

A | SWITCH POINT .067 £.020 | 1,7+ 0.5mm
B | LATCH 131 £.020 | 3,3+ 0.5mm
C | FULLACTUATION .200 £.020 | 5,1+ 0.5mm

OC ACTUATOR POSITION

A | SWITCH POINT .067 £.020 | 1,7+0.5mm E Third Angle
Projection

C | FULLACTUATION | .098 £.020 | 2,540.5mm

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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ELUM™ Series
Right Angle llluminated Latching Pushbutton

Cap Cap

Cap

PART NO.

181D00000 Paint and laser etched with white paint
underlay and black paint with universal standby symbol.

Pushbutton !

PART NO.

181D01000 Paint and Laser Etched with black paint
and universal standby symbol

PART NO.

957C00000 High temperature black cap with univer-
sal standby symbol
Material: Clear polycarbonate Material: Clear polycarbonate
956C02000 High temperature black cap with no poy poy
bol

symbol 486
Material: 4/6 Nylon SMT compatible (12,33)

.050 —» (a—

(1,27)

270 ] I
(6,86) 120

(3,05)

.050 —»~
SNAP ON REF.

.
(1,27)
/_ SURFACE

150
~ (3,81)

=
(1,02)
J < 130

(3.3)

NOTE: Caps are for use with the C22 actuator style. Other colors and symbols available, consult Customer Service Center.

1
SUGGESTED END .032 MAX.
OF PC BOARD —>i ~—"(0,81)
L
|

_ I
E B ('14523)

N
v ~
=D

< .238 SEE PAGE A-6 FOR
(6,05) TRAVEL INFORMATION

—— REF. SURFACE

< 810 -
(20,58
270 l:l ]E
(6,86) [ ~
|
} 237
> L% (93%2) (6.01)
PCB SURFACE

VIEW WITH 957C CAP INSTALLED

E Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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EP Series
Sealed Tiny Pushbutton Switches

Features/Benefits

® Sealed against solder &
cleaning processes

Thru-hole and surface mount models

Snap-fitting actuator accepts
standard caps

Tape & reel packaging available
RoHS compliant models available

s

Models Available

® Instru

Typical Applications

® Telecommunications and
networking equipment

e Computers and peripherals

mentation and controls

Specifications
CONTACT RATING: B contact material: 0.4 VA max. @
20 V AC or DC max. See page A-13 for additional ratings.
ELECTRICAL LIFE: EP11, EP21 models: 60,000 make-and-break
cycles at full load. EP12 models: 30,000 cycles.
CONTACT RESISTANCE: Below 20 mQ typ. initial @
2-4 V DC, 100 mA, for both silver and gold plated contacts.
INSULATION RESISTANCE: 109 Q min.
DIELECTRIC STRENGTH: 1000 Vrms min. @ sea level.
OPERATING TEMPERATURE: -30°C to 85°C.
SOLDERABILITY: Per MIL-STD-202F method 208D, or
EIA RS-186E method 9 (1 hour steam aging).
DEGREE OF PROTECTION: IP57; Protection against harmful dust
deposit, full-scale voltage protection, temporary immersion.

PACKAGING: Surface mount switches standard in anti-static
tape and reel packaging per EIA 481-3, see page A-14 for
drawings and reel information. Tape and cover strip are
conductive for use near statically sensitive components,
consult Customer Service Center.

Materials

CASE & BUSHING: High temperature material, glass filled nylon 4/6,
flame retardant, heat stabilized (UL 94V-0) on EP11 / EP12
models; glass filled nylon 6/6 on EP21.

PLUNGER: Thermoplastic polyester or glass filled nylon (UL 94V-0),
with internal o-ring seal. SA surface mount: High temperature
material, glass filled LCP (UL 94V-0).

SWITCH SUPPORT: Brass, matte-tin plated.

CONTACTS & TERMINALS: B contact material: Copper alloy,
with gold plate over nickel plate. See page A-13 for additional
contact materials.

TERMINAL SEAL: Epoxy.

NOTE: Any models supplied with Q, B, P, S, R or G contact material are RoHS compliant.

NOTE: Specifications and materials listed above are for switches with standard options.
For information on specific and custom switches, consult Customer Service Center.

CAUTION: PC mounting layouts and pads as shown are designed to be compatible with the
latest equipment and reflow techniques. Care should be taken in the design and location of
PC lands to suit individual needs. Orientation relative to reflow direction may significantly
impact solder joint integrity.

Build-A-Switch

To order, simply select desired option from each category and
and described on pages A-10 thru A-14. For additional option

place in the appropriate box. Available options are shown
s not shown in catalog, consult Customer Service Center. All

models are process sealed to withstand machine soldering temperatures and pressure wash cleaning methods.

Switch Function - 1
EP11 SPST 0ff-Mom.
EP12 SPDT On-Mom.
EP21 DPST 0Off-Mom.

Plunger
S .215" high
S1 .110" high
S2 .465" high
FP Flush

R

]

Snap-fitting, .215 high

Seal
E Epoxy

Bushing
D1 Unthreaded

Terminations
A
C

Right angle, PC thru-hole

PC Thru-hole

AV Vertical right angle, PC thru-hole

AV3 Vertical right angle, snap-in, PC thru-hole
SA Right angle, surface mount

SA1 Right angle, surface mount rear facing
V3 Vertical mount, v-bracket

Contact Material —
Gold

Gold, matte-tin

Silver

Silver, matte-tin

Gold over silver

Gold over silver, matte tin

IO0VWOTW

V31 Vertical mount, v-bracket, snap-in
(EP11 & EP12 only)

W Wire wrap

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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EP Series
Sealed Tiny Pushbutton Switches

c SWITCH FUNCTION CONNECTED TERMINALS

(@] POS. 1 POS. 2 POS. 1 POS. 2
E ' 4
e

= NO. MODEL ‘ l
_Q POLES NO. C&K marking on opposite side C&K marking on opposite side SCHEMATIC
e

[7;) P

= EP11 OFF MOM. OPEN 1-3 spsT 1P Ps
o 5P

EP12 ON MOM. 2-1 2-3 J 2 (oo
spDT NC 1 ®3 NO

SPDT CEK MARKING ON

215 OPPOSITE SIDE EPOXY SEAL 200
(S, 48) — .020 TYP. 5,08
©,sH

v )
L I]:g 3 _‘_i 320 Omit terminal 2 for
)?_—[ 8,13 EP11 models.
.100 DIA. J 2 1 T Y
2,542) L_ .100 TYP.
177 @58 06
(4,50) . 130 TERM. WIDTH
. (130 TYP. Terminal Nos
. 3,3 3,30 .
Part number shown: EP12SD1CBE For Reference Only
DP EP21 OFF MOM. OPEN 1-3,4-6 T T ? ?
ppsT 1 3 4 8

D PST C&K MARKING ON ‘.(9?51?1)‘>

.215 OPPOSITE SIDE EPOXY SEAL 200 TYP.L—te—b
46 : S, 08

& L4y ‘ 6|Co o)|3
° _t('szgg) 533
, @,13
} 4[|
.100 DIA. =J | A
@,540) _.|
.020 TYP. -030 TYP.
177 51 ,76)
4,50 4 TERM. WIDTH
.527 —» .130 TYP.
(13,39 3,30 Terminal Nos.

For Reference Only

Part number shown: EP21SD1CBE

MOM. = Momentary
All models GNUS with all options when ordered with G, Q, R or S contact material.

S 215" HiGH S1 110" HigH S2 465" HigH
.100 DIA.
@5
~ [ !
4 .100 DIA.
110 —'I |‘— 485
@, 79 1 @,549 (1,79

FP rLusH pLUNGER R snap-riTTiING

SX (e i

2215 100 DIA
&, 48) i nEE : f
i 2,540 o83

r r

S1& S2 actuators are not available with EP12 & EP21 models.
NOTE: Caps available for plunger options, see page A-14.

D1 unTHREADED
.180 DIA.
4,579

NOTE: Internal actuator o-ring standard.
177
(4,50)

_f

215 @,
(5, 48)

FP & R actuators are not available with EP21 model.

_E Third Angle
Projection
Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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EP Series
Sealed Tiny Pushbutton Switches

C  PCTHRU-HOLE W wire wraP o
SP DP c
(7))
DP =2
130 130 a9 73) .070 g
EPOXY SEAL ifo) EPOXY SEAL 3,30 a,78) =
. b
030 - e (O(f?;%) 020 THK. (1 52) EPOXY SEAL % 500 8'
(©,78 .020 THK. 200 ©,51 EPOXY SEAL <15 24) as,24
,51 G, 08 =
.030 —>| |<— .030 -
(0, 76) ©,76)
PC MOUNTING 200
.043 DIA. (5, 08)
| . ; og‘gvp. (1,092) TYP. !
— ! (5 OBJ .020 THK.
EP11-Omit _ ©,51
center hole.
—éI\—\ (5 oe)
043 DIA. TYP. R
1,090
SP and DP SP and DP
A RIGHT ANGLE, PC THRU-HOLE
PC MOUNTING
&, > c4 &a -320
.100 DIA. EPOXY SEAL r(a,m 043 DIA
v __ 2,540 ﬂ v (1,089) TYP.
.249 O CO 543 .200 .100 TYP
(6,32 i &, 08) ©,50 r_
§ 131 )
” d 125—+ (a 33) 'F1E] .zoo |3 12 |‘
(3,18 N &, 08)
030 TYP 016 TYP. .020 TYP. oO—O0-
©,76) ©,4n __I L_ g0, ©,50 ) ..l L— EP12SD1ABE
. 200 ba— . .
&, 08) 165 ,08) 29%) SPDT
@19 &% EP11 Models: EP11 Models:
omit terminal 2. omit thru-hole 2.
A RIGHT ANGLE, PC THRU-HOLE
PC MOUNTING
.215 .161 .320
G, 48 (4,09 EPOXY SEAL r(3,13) .043 DIA.
Q1,'099) TYP.
.100 DIA. ’
) ©,540) _L F 8 N8 200 Tvp.
.405 (5,08
; .025 .360 , 100 TYP.
10,29 X T I 0,64 @, 14) - Y s
Y + Y Q 5 v -
! 5 P o
G, 210 14 A3 aa) i ) &
—>| Iq— oao TYP. 015 TYP. _J 020 TYP. —JL— ;
0,76) 0,41 030 TYP. ,S1)
) ©7® T &0 5209
’ .100 ’ ! EP21SD1ABE
,50
.166 .200 DPST
“4,22) (5,08
AV VERTICAL RIGHT ANGLE, PC THRU-HOLE
.245 — .215
©,22) 100 DIA. @, 46) EPOXY SEAL
— @,549) ié PC MOUNTING
P ! l a — .130 L) D1 3
¢ N . 3,30 320 .043 DIA.
| J [} D= 025 @,13 2|2 Qa,099 TYP,
N—/ r 0,64 o1 |
.100 TYP. _£
l 030 s 2,54 1 3
. - O_
0,76 4SS .18l —Y T 2
4 4,09 <30 o—
016 v oo !
PR 2 (13,46)
’ .200 O—
- , 5,08 [ EP12SD1AVBE
¥ — .200
4,19 —»lle— 030 TYP. 5,08 SPDT
< .020 TYP. (0,76
0,51 EP11 Models:
.200 — — 100 TYP. EP11 Models: omit hole 2.
(5,08) (5, 08) omit terminal 2.
NOTE: Terminal bend radii and lead-in manufacturing option.
E Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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EP Series

Sealed Tiny Pushbutton Switches

- AV VERTICAL RIGHT ANGLE, THRU-HOLE
PC MOUNTING
o oy 215
_1: ’ 100 DIA. G, 48) EPOXY SEAL
5 I 2,540 - ¥ .200 TYP.
B — E;agm (5,08)
L ) 025 -
7)) [ b § ©.6
- A
o .185— 181 Sl _v
@70 409
’ .016
©,41) -S30
' 13, 46>
165
4,19 4 i
EP21SD1AVBE [ P,
DPST Sl
! 200 —te—>te—»— 200 TYP.
(5,08 G, 08
NOTE: Terminal bend radii and lead-in manufacturing option.
AV3  VERTICAL RIGHT ANGLE, SNAP-IN, PC THRU-HOLE
.245 -215
6,22 (5, 46) PC MOUNTING
.100 DIA.
ﬁ ©,540) ) 131 I O .043 DIA.
I | (3,32 320 1,099 TYP,
) Py b= 028 (8,13 I
M r 5 7% .100 TYP. £
| , 2,54 1 73
030 85T e e 3 12
©,76) ’ 4,09 j | ;
033 — 5 i -~
0, 84) (13 45) T
112 e .200
EP12SD1AV3BE @,89 - e (5,08
SPST .165 = €% EP11 Models:
4,18) (0 51) omit hole 2.
.200 le—.100 TYP.
(5,08) ,54)
SA  RIGHT ANGLE, SURFACE MOUNT PC MOUNTING
.070
a,7®
ey 320 .215 . 162 .040 TYP.
(8,13) ©, 48 @D epoxy SEAL  .105 TYP. —b a,0 (;433; hs
.100 DIA o0 2,67
— 2,549 1 ,08) 5 = I
© \ 128 TYP. f=—.080 TYP. 357
— (3 25) 030 TYP }_ ]| 2,03 (3,07
A= O]
o [ IRE éEI:{
3,18 p >
EP12SD1SAPE J L ©,64 o2, 040 080
410 MAX 2030 100 TYP — |l TYP. .150 TYP 1,02 2,29
SPDT (10,41) 357 e _ ©,76) (2,54 3,81
e ot
Available with P contact material only. EP11 Models: p :
Not Available on DPST models. " N .
omit terminal 2.
SA1  RIGHT ANGLE, SURFACE MOUNT PC MOUNTING
276 = 100 320
(7,0) (2,54) (8,13) 072
o ('186107' ~ (6,90) 071 TYP.
(1.04) ; — 220 [BGES)
(5,60) m m
s I oso!
059 (7195) ( fo)
17“ - i 0
EPOXYSEAL 0 L .160 JF?T. TERMINALNOS. 032 TYP. __I L((%812 TYP.
) (4,06) t 2 [3 FORREF.ONLY (0,80) §
EP12SD1SA1BE (10,16) 200 -—(;(%04)
SPDT 0o ) 2 :
(0,51) 051F (6.08)
(1,30)
121 _fee)
(3,07)
SA1 is only available with B and P contact materials. 217
Not Available on DPST models. (5,51)
234 —=—e Third Angle
(5,94) @ E Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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Sealed Tiny Pushbutton Switches

EP Series

uonnqysnd i

V3  VERTICAL MOUNT, V-BRACKET
.240
V31  VERTICAL MOUNT, V-BRACKET, SNAP-IN 650 —|‘_’|
[<— 200 DIA-
(2,540 PC MOUNTING
.215
S, 48 .043 DIA.
1,030 TYP,
C8K MARKING 100 TYP
OPPOSITE SIDE reN-TL A
.151 - 1 o L)
@09 % O doie
@,30 [ .
W -+
1130 -
EPOXY SEAL Tr- VUL (3,30 ?
016 |<_ 1030 TYP. EP11 Models:
o »I 020 TvP. 78 omit centerhole. EP12SD1V3BE
. V31 SNAP-IN 200
O 0% SPDT
cm %
EP11 Models:
omit terminal 2.
V3  VERTICAL MOUNT, V-BRACKET o]
v —»{ = .100 DIA.
(2,540 PC MOUNTING
.215
&, 48>
(1,086 77
a m 08K MARKING ON =
) L~ GPROSITE SIDE 4 5,58 LT
’ & . 366
@9, 30 400
10,18
AL %, + -
EPOXY SEAL 130
6 (3,30
.016 —=i| _.I
.020 TYP. .030 TYP.
0,41 Q20 e (5 e EI;QS‘ITSD1VSBE
. . ,200
(5?83)‘ s &, 08
le— . 400
10,16
OPTION CONTACT TERMINAL
CODE MATERIAL PLATING RATINGS
B GOLD 1
GOLD 1 LOW LEVEL/DRY GIRCUIT 0.4 VA MAX. @ 20 V AC OR DC MAX.
P MATTE-TIN 6
Q
SILVER 5
SILVER 45 POWER 1 AMP @ 120 V AC OR 28 V DC.
s MATTE-TIN 6
G GOLD 3 LOW LEVEL/DRY 0.4 VA MAX @ 20 V AC OR DC MAX. OR
GOLD OVER SILVER 23
R MATTE-TIN 6 CIRCUIT OR POWER 1 AMP @ 120 V AC OR 28 V DC.

* Note: See Technical Data section of this catalog for RoHS compliant and compatible definitions and specifications.

1 CONTACTS & TERMINALS: Copper alloy, with gold plate over nickel plate.
2 END CONTACTS: Coin silver, with gold plate over nickel plate.
3 CENTER CONTACTS & ALL TERMINALS: Copper alloy, with gold plate

over nickel plate.

4 END CONTACTS: Coin silver, silver plated.
5 CENTER CONTACT & ALL TERMINALS: Copper alloy, silver plated.

E EPOXY SEAL

EPOXY SEAL

6 TERMINALS: Copper alloy, with matte tin over nickel plate.

NOTE: Any models supplied with Q, B P, S ,R or G contact material are RoHS compliant.

All models c“us with all options when ordered with G, S, R or Q contact material.

¥
_L .040 MAX.
(1,02)

,

_E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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Pushbutton !

EP Series

Sealed Tiny Pushbutton Switches

Cap
200 DIA.
(5,080) " 155
' ¥ @y
100 j E
(2,54)
PART NO.

508101000 WHITE
508102000 BLACK
508103000 RED

Material: Nylon
Finish: Gloss

Not for use on S1 plunger

Cap
.310 DIA.
(7,879)
.080 —r
(2,08)
PART NO.

465801000 WHITE
465802000 BLACK
465803000 RED
Material: Nylon

Finish: Gloss

Not for use on S1 plunger

3

152
(3,86,

Cap
Compatible with snap-fitting plungers
EP11 & EP12 Models. R option only.

.310 DIA. {
(#7,87)
.038 j_

0,97

.153
(3,89

PART NO.
585A01000 WHITE
585A02000 BLACK
585A03000 RED

Material: Nylon
Finish: Gloss

NOTE: Other colors available, consult Customer Service Center.

Cap
Compatible with snap-fitting plungers
EP11 & EP12 Models. R option only.

.200 DIA. .155
(#5,08) (3,94)
.035 J

(0,89

PART NO.
785A01000 WHITE
785A02000 BLACK
785A03000 RED

Material: Nylon
Finish: Gloss

For part number EPXX-SA/SA1

.
FEED DIRECTION

-« 630 —»
R
156 — - |a— .079 ’
3,98 2,00 / & ,7310) I AN
>$$$$OOdOOOO$
N I
1.260
32,00)
G "‘Qj PR
, = = = (28, 40)
N W
9, —
\ 0O00O0DO0O|0OOO0OO0OH
EP11SDISAPE EP11FPDISAPE

ELONGATED SPROCKET
HOLES

.335
8,51

REEL INFORMATION

OUTSIDE DIAMETER 13.00 (330,0)
PILOT HOLE .512 (13,0
QUANTITY PER REEL 600

Third Angle
Projection

&3

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change

A-14

www.ck-components.com


http://www.ck-components.com

TP Series
Tiny Pushbutton Switches

Features/Benefits

® Subminiature size—capable of
switching 1 AMP

® Vertical & right angle terminations
e PC & panel mount models
® Snap-in front panel mounting available

° Epoxy terminal seal-compatible with
bottom wash cleaning

® RoHS compliant models available

A\

Models Available

Typical Applications

® Telecommunications and
networking equipment

e Computers and peripherals
® [nstrumentation and controls

Specifications

CONTACT RATING: B contact material: 0.4 VA max. @
20 V AC or DC max. Q contact material: 1 AMP @
120 V AC or 28 V DC. See page A-19 for additional ratings.

ELECTRICAL LIFE: TP11, TP21 MODELS: 60,000 make-and-break
cycles at full load. TP12 MODELS: 30,000 cycles.

CONTACT RESISTANCE: Below 20 mQ typ. initial @
2-4 'V DC, 100 mA, for both silver and gold plated contacts.

INSULATION RESISTANCE: 109Q min.

DIELECTRIC STRENGTH: 1000 Vrms min. @ sea level.
OPERATING TEMPERATURE: -30°C to 85°C.
SOLDERABILITY: Per MIL-STD-202F method 208D, or
EIA RS-186E method 9 (1 hour steam aging).

NOTE: Any models supplied with Q, B, P, R or G contact material are RoHS compliant.

NOTE: Specifications and materials listed above are for switches with standard options.
For information on specific and custom switches, consult Customer Service Center.

Materials

CASE: Glass filled nylon 4/6 or 6/6, flame retardant, heat stabilized
or diallyl phthalate (DAP), (UL 94V-0).

PLUNGER: Thermoplastic polyester (UL 94V-0).

CAP & FRAME: Nylon, black standard.

BUSHING: Brass, nickel plated.

HOUSING: Stainless steel.

SWITCH SUPPORT: Brass, matte-tin plated.

END CONTACTS: B contact material: Copper alloy, with gold plate
over nickel plate. Q contact material: Coin silver, silver plated.
See page A-19 for additional contact materials.

CENTER CONTACT & ALL TERMINALS: B contact material: Copper
alloy, with gold plate over nickel plate. Q contact material:
Copper alloy, silver plated. See page A-19 for additional
contact materials.

TERMINAL SEAL: Epoxy. Refer to soldering and cleaning in
Technical Data Chapter

HARDWARE: Nut & Locking Ring: Brass nickel plated.
Lockwasher: Steel, nickel plated.

Build-A-Switch

To order, simply select desired option from each category and place in the appropriate box. Available options are shown
and described on pages A-16 thru A-20. For additional options not shown in catalog, consult Customer Service Center. All
models have epoxy terminal seal and are compatible with all “bottom-wash” PCB cleaning methods.

| [ | ] ] ] Il:l
| | | L L L

Switch Function |
TP11 SPST Off-Mom.
TP12 SPDT On-Mom.
TP21 DPST Off-Mom.

Actuator or Bushing

SH  .155" high plunger, threaded,

.220" high bushing, flat

.155" high plunger, unthreaded,

.220" high bushing, round

.155" high plunger, unthreaded,

220" high bushing, flat AV

J81  Snap-in with frame

LT  .215" high plunger, threaded,
.310" high bushing, flat

LT9 .215" high plunger, unthreaded,

SH8

SH9

Terminations Seal
A Right angle, PC thru-hole E Epoxy
C  PC Thru-hole
Z  Solder lug

Vertical right angle, PC thru-hole gapBIC;:klor
V3 Vertical mount, v-bracket .

’ NONE Models with no cap

W Wire wrap 1 White

Contact Material

" hi i Gold F Color
.310" high bushing, flat . rame
MS9 130" high plunger, gi‘l’\'l‘é’rma“e'“" 2 Black

.020" high bushing, round

TOOTW

NONE Models with no frame

Gold over silver
Gold over silver, matte-tin

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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Pushbutton !

TP Series

Tiny Pushbutton Switches

SWITCH FUNCTION CONNECTED TERMINALS
POS. 1 POS. 2 POS. 1 POS. 2
o | won | & | & | & | &
POLES NO. C&K marking on opposite side C&K marking on opposite side SCHEMATIC
1
TP11 OFF MOM. OPEN 1-3 SPST 1 T ? 3
SP
2 (COMMON)
TP12 ON MOM. 2-1 2-3 ‘/.
spoT  NC 1 ®3 NO
SPDT C8K MARKING ON
OPPOSITE SIDE EPOXY SEAL
10-48UNS I ]I‘_
.100 DIA.
2,540 }_ L y 0
A ) .
Omit terminal 2 for
r _f_ .100 TYP TP11 models.
J @,5
.155 .110 060 TYP.
3,99 2,79 a,52)
,220 |- 340 160 TERM. W1DTH
(5,59) (8,64 4,08) Terminal Nos.
Part number shown: TP12SHZQE For Reference Only
DP TP21 OFF MOM OPEN 1-3,4-6 T T ? ?
ppsT ' 3 4 B
DPST C8K MARKING ON
OPPOSITE SIDE EPOXY SEAL
020 TYP.
10- 48UNS (o 1) w0 T
.100 DIA.
@,540 *=—t SISE
_f 290 20 [P
b (5,08) &1 [
T E;l =
110
@, 94) 2,79 L H (??221 Y.
@59 TERM. WIDTH
cs 59) cs 54)
Terminal Nos.
For Reference Only
Part number shown: TP21SHZQE

MOM. = Momentary
All models ®N with all options when ordered with G, Q or R contact material.

J81 SNAP-IN WITH FRAME

.030
Q2,29

. 150
3,81

|<— .B15 4"
as,s62)

. 370 -
"(9, 40)
—

. 320
8,13

f

.450 SQ.
a1,43

!

. 765
s, 43

NOTE: Caps & frames available separately, see page A-20.

—>| l<— PANEL THICKNESS
.047 T0 .125
a,19 @G,18

PANEL MOUNTING

.005 R. MAX.
0,13 TYP.

.600
15,24)

b

L— .SOO—PI

2,70

OPTION
CODE CAP COLOR
2 BLACK
1 WHITE
OPTION
CODE FRAME COLOR
2 BLACK
NONE No Frame Color (J80 option)

Cap and Frame Finish: matte. Other colors
available, consult Customer Service Center.

NOTE: Available with Z, C, or W terminations.

_E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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TP Series
Tiny Pushbutton Switches

SH 155" HIGH PLUNGER, SH8 155" HiGH PLUNGER, SH9 155" HiGH PLUNGER, LT 215 ricHpLuncer, MS9 130" HigH o
220" HIGH BUSHING, 220" HIGH BUSHING, 220" HIGH BUSHING, 310" HIGH BUSHING, PLUNGER c
THREADED, FLAT UNTHREADED UNTHREADED, FLAT THREADED 7]

LT9 215" HiGH PLUNGER, =
310" HIGH BUSHING, g
UNTHREADED =
o
.240 DIA. .240 DIA. 280 DIA
.240 DIA. “‘_" . T—j

6,100 (6,102 (6,100 7,110 =

— .187 DIA. 245 .200 DIA.

4,750 @©,22 (5,080

173 —>I 225 |<—
4,39 (5,72)
120 DIA.
O e N i 1
BOLgA ™ r.s X _’I r_ asst 3% _.l r_ ast
(2,540 (3 (3.94) @ 94) &, 48
|_| 220 % 220 .100 D[A
10-48UNS-24 &% (5,59 [" 559 3‘ 2,540 20
= I 1/4-40UNS-2A c7 ) i{
{ L A
1 .020 1 @ 1 &2 .020 :020
0,51 : ’ co 51 (o 8

Standard with Z, C, W terminations.

Standard with A, AV, V3 terminations.

1 Subtract .016 (0,41) for models with A, AV or V3 terminations.

NOTE: Caps available for plunger options, see page A-20.

Not available with
Z terminations.

PANEL MOUNTING
10-48 BUSHING 1/4 IN. BUSHING
179 .240 .234 -240
4,55) _>| ‘T 6,10 195 DIA 5,94 094 DIA 6,10
.094 DIA. t ) . .
2,390 “_*EB 4,950 2,390 ﬂ-‘@
1 1
.195 DIA. .250 DIA. .250 DIA.
4,950) 6,350 (6,350

Without locking ring

With standard locking ring

Without locking ring

With standard locking rin

NOTE: One mounting nut, locking ring and lockwasher supplied standard with 10-48 threaded bushings (two nuts with 1/4-40 bushings).
Optional mounting nut and locking ring styles and finishes available separately, see section “Technical Data and Additional Hardware”.

C  PC THRU-HOLE Z  SOLDERLUG W wire wrap
SP DP
.130
130 o sP a3 oP s oF
EPOXY . .080 ,
SEAL 3,300 EPOXY a,52 070
—* SEAL , 110 a, 73) .
030 ke —»|le— 030 R 1 < Ly (1,78)1 R
«©,76) 200 ©,76 — .160 500
020 THK. (5,08 —r\“.m® }_ — EPOXY (15 %o (s, 24
0,510 110 SEAL EPOXY
, 030 — EPOXY SEAL
@, 79 0,7 | o SEAL 3
.030 EPOXY '(?sgz) 030 - |l
PC MOUNTING (o,7s)_.| L_ SEAL —»1.160 ’ ©, 75) os0 0,78
.080 4,08 (1 % .200
| _{ .100 TYP. a,52 (5,08)
2,54 .100 TYP.
s, 20%? > _{ 2,54
— 1020 THK. 020 THK.
_f _ _ 0,51 ©,51)
(IS& .043 DIA. - — j
(1,090 TYP. | I~ 043 DIA.
Q1,099 TYP.
" Not available with MS9 bushing or P .
Omit center holes X Third Angle
for TP11 models or R contact material. | ’@ ‘E’ Projectio%

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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TP Series

Tiny Pushbutton Switches

c A RIGHT ANGLE, PC THRU-HOLE
z &3 & 59) 0 PC MOUNTING
= 200 01 EPOXY SEAL l‘ca,m’l
o) — .025 [ .043 DIA.
(0, 64) 200 (1,090 TYP.
L { 5,08 .100 TYP
N . T ©,54 r_
E ('31%3 (a 305 U lls 200 0 d-
)
—>”<—.(83<; )Tvp kg‘ﬁnTYK _J L_ L— .(gzggvp. G, 08) | |
200 ’ 030 TYP éog“;[yp‘ 4 ?__’T_Cl:_
5,08 . .200 )
TP12SHIABE @D &,08 20
SPDT TP11 Models:
omit terminal 2. TP11 Models:
omit hole 2.
A RIGHT ANGLE, PC THRU-HOLE
L1338 .220 jm—
@,59 6,59 l‘(ﬁg)‘l
.100 DIA. EPOXY SEAL PC MOUNTING
2,540 [
1_ 025 ss0 3 .043 DIA.
by @0, 64 3,14 (1,080) TYP.
| ' 'R 3 6l 4§
. 205 130
=,2D S Eih 200 3
—slll< 030 Tvp. 016 TYP. e &, 08) I L 208,71P-
0,76 ©,41> 030 TYP. 020 TYP. o—o—
TP21SHOABE | 200 070 ' o 200k
DPST Jog Tve. &, 08>
.158 .200 ’
“,01 &, 08)
AV VERTICAL RIGHT ANGLE, PC THRU-HOLE
138 200 PC MOUNTING
160 DIA. @3,59 EPOXY SEAL (S'OE)F_
@,540 =< .043 DIA.
025 3 1,030) TYP.
P I]] [(0 & @,13) f .100 TYP. |
| T [ @3, 30) r @50 |:
.030 220 [«
©,76) @SS (5,59 B ' -
. .200 TYP.
016 RN
€0, 41> |—‘ ! :
.200
.152 1]lle— 020 TYP. U (5,08
TP12SH9AVBE 88 @50 le 030 10
SPDT .200 e .100 TYP. © TP11 Models:
(5,08 2,56 ’ omit hole 2.
TP11 Models:
omit terminal 2.
NOTE: Terminal bend radii and lead-in manufacturing option.
AV VERTICAL RIGHT ANGLE, PC THRU-HOLE
133 % PC MOUNTING
100 DIA T[‘ 3,53 /— EPOXY SEAL @149
2,540 —L — 130 5 .043 DIA.
I]] (3,30 1,090 TYP.
.025 .200 TYP,
[ | D\ 0,89 (&, 08)
g 3l s
o L5 _.I(.Szzé%’* 2 T w0 Tvp. 09
0,78 T . o s
.016 . A _
0,41 (13,48 HO—3
152
3,66) 4 1 ! é|>_
TP21SH9AVBE _J L_ L 200
.200 —i|— .020 TYP. .030 TYP. .08
DPST 5, 08 200 200 ke 0,51 0, 76)
(5,08 (5,08

NOTE: Terminal bend radii and lead-in manufacturing option.

Third Angle
Projection

=

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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TP Series
Tiny Pushbutton Switches

V3 VERTICAL MOUNT, V-BRACKET

—> .100 DIA. U
L 2,540 c
o) PC MOUNTING (g_
LB DIA TP, o
C8K MARKING :
.220 ON_OPPOSITE } -100 TYP. ‘ﬁl"/ c
(5,59 SIDE @,54 1 _f -
.355 o= P
9,02) 63 e o
v Fyz2 9o
130 -3 S
EPOXY SEAL | 33» -G
016 —» .020 TYP. 030 TYP __,| L__
©,41) ©,51) e .
100 TYP ’ 1,200 ke TP11 Models:
i - &0 omit hole 2. TP12SHIV3BE
(10,16 SPDT
TP11 Models:
omit terminal 2.
V3 VERTICAL MOUNT, V-BRACKET
e . 360 -»
3,14
& L .100 DIA.
15 g ian 2,540
3,53) PC MOUNTING
C8K MARKING i .043 DIA.
.220 ON_OPPOSITE = (1,090 TYP,
(5,59 SIDE 355 |
@,02) i 5 L)
1] " 400
EPOXY SEAL J s @3 o (10,18
s{ U_l 4
016 —»le 020 TYP. -030 TYP. b ? ? _J)
(0,41 200 ©,51 ©0,76> e 100 TYP. T TP21SH9V3BE
&,08> 200 e @59 1200 DPST
. 400 (5,08 (5,08
10,16)
OPTION CONTACT TERMINAL
CODE MATERIAL PLATING RATINGS
B GOLD 1
4
P GOLD MATTE-TIN 6 LOW LEVEL/DRY CIRCUIT 0.4 VA MAX. @ 20 V AC OR DC MAX.
Q SILVER 45 SILVER & POWER 1AMP @ 120 V AC OR 28 V DC.
G GOLD 3 0.4 VA MAX @ 20 V AC OR DC MAX. OR
GOLD OVER SILVER 23 LOW LEVEL/DRY CIRCUIT OR POWER ' )
R MATTE-TIN 6 1 AMP @ 120 V AC OR 28 V DC.
* Note: See Technical Data section of this catalog for RoHS compliant and compatible definitions and specifications.
1 CONTACTS & TERMINALS: Copper alloy, with gold plate over nickel plate. NOTE: Any models supplied with P, R, Q, B or G contact material are RoHS compliant.

2 END CONTACTS: Coin silver, with gold plate over nickel plate.

3 CENTER CONTACTS & ALL TERMINALS: Copper alloy, with gold plate All models ®“ with all options when ordered with R, G, or Q contact material.

over nickel plate. B contact material standard with A, AV, V3 & W terminations.
4 END CONTACTS: Coin silver, silver plated. Q contact material standard with C & Z terminations
5 CENTER CONTACT & ALL TERMINALS: Copper alloy, silver plated. P, R contact materials not available with Z terminations.

6 TERMINALS: Copper alloy, with matte-tin over nickel plate.

E  epoxvsea

EPOXY SEAL .040 MAX.

1,02)

_E Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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TP Series

Tiny Pushbutton Switches

Cap, .100" DIA. Plungers

.200 DIA.
(5,08) ]
1 i,
.100 }_ _4

(2,54)
PART NO.

508101000 WHITE
508102000 BLACK

Material: Nylon
Finish: Gloss

Cap, .100" DIA. Plungers
(Recommended for S9 plunger)

B T e,
.081 j_ _f

(2,06)
PART NO.
538701000 WHITE
538702000 BLACK

Material: Nylon
Finish: Gloss

Cap, .100" DIA. Plungers

310 DIA. 15
(7,87) o)

.080 —r _§

(2,03)

PART NO.
465801000 WHITE
465802000 BLACK

Material: Nylon
Finish: Gloss

Cap, .120" DIA. Plungers

Cap, .120" DIA. Plungers
(.301

)
apcom

Cap, J81 option only

.200 DIA. 1.000° MAX. - R.015 .450 SQ.
120 (5,089 2 (11,43)
(3,05) 24002 | 195
g 'y .0p5 = .0052 s 4,95)
i L -::'3
. ’ i (6,10)
(3,94) CAVITY 1D ?:310 | TUNNEL GATE AS CLOSE

PART NO.

708901000 WHITE
708902000 BLACK

Material: Nylon

6X45°X 010 CHAMFER _ AS POSSIBLE TO THIS SURFACE
OR.010 R. LEAD IN

PART NO.

891D01000 WHITE

891D02000 BLACK

PART NO.
484601000 WHITE
484602000 BLACK

Material: Nylon
Finish: Gloss

PART NO.

798201000 WHITE
798202263 BLACK

Material: Nylon

Finish: Gloss Material: Nylon Finish: Matte
Finish: Gloss
NOTE: Additional nuts, locking rings and lockwashers available separately, see section “Technical Data and Additional Hardware”.
Other cap colors available, consult Customer Service Center.
TYPICAL APPLICATION

Frames snap into panel opening and are independent from switch mounting. Accurate positioning of the PC
mounted switch relative to the panel opening is necessary to provide proper clearance between actuator and
frame. Available in two basic styles and four panel thicknesses .047-.125 in. Material: Nylon. Finish: Matte.

047" (1,19) PANEL THK.  .062" (1,57) PANEL THK.

PART NO.
432602263

PART NO.
432502263

.090" (2,29) PANEL THK. 125" (3,18) PANEL THK.

PART NO.
432802263 BLACK

PART NO.
432702263

PANEL MOUNTING

For part numbers
432502263, 432602263

For part numbers
432702263, 432802263

X -005 R. .495t 505 S .005 R. 495t 505
0.13) 12,57 + 12,83 (0,13) g5,
max. tvp| (1% ; 83) O e | (125721283
| sosx 605 Lo | 6202625
(15,11 = 15,37) (15,75 = 15,88)

Panel Inserts

Above frames (part nos. 432XXXXXX) are also available with insert which accepts LED for

indicator light assembly. Order insert separately from frame. Blank insert panel (without hole
for LED) also available. LED not included.

BLANK PANEL INSERT
WITHOUT HOLE FOR LED

PANEL INSERT
WITH HOLE FOR LED

PART NO.
476602000 BLACK

PART NO.
894902000

_E Third Angle
Projection
Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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EO020 Series

Sealed Snap-acting Momentary Pushbutton Switches

Features/Benefits Typical Applications
® Process sealed with disposable ® Instrumentation
splashproof boot

® Long life contact design
® Snap-fitting plunger available
® RoHS compliant models available

M\ us

Models Available

® Telecommunications and
networking equipment

e Computers and peripherals

Specifications

CONTACT RATING: B contact material (EX25 Models): 0.4 VA max.
@ 20 V AC or DC max. G contact material (EX21 Models): 1 AMP
@120 V AC or 28 V DC or 0.4 VA max. @ 20 V AC or DC max.
Note: Break-before-make contacts. Multi-pole contacts
do not make and break simultaneously. See page A-26 for
additional ratings.

ELECTRICAL LIFE: 60,000 make-and-break cycles at full load.

CONTACT RESISTANCE: Below 50 mQ typ. initial @
2-4 V DC, 100 mA, for both silver and gold plated contacts.

INSULATION RESISTANCE: 109Q min.

DIELECTRIC STRENGTH: 1000 Vrms min. @ sea level.
OPERATING TEMPERATURE: -30°C to 75°C.

CAP INSTALLATION FORCE: 10 Ibs. max. permissible.
SOLDERABILITY: Per MIL-STD-202F method 208D, or
EIA RS-186E method 9 (1 hour steam aging).

NOTE: Any models supplied with P, R, B or G contact material are RoHS compliant.

NOTE: Specifications and materials listed above are for switches with standard options.
For information on specific and custom switches, consult Customer Service Center.

Materials

CASE & BUSHING: Glass filled nylon 6/6, flame retardant
(UL 94V-0).

PLUNGER: Glass filled nylon or glass filled polyester (PBT)

(UL 94V-0).

SWITCH SUPPORT: Brass or steel, matte-tin.

SWITCH SUPPORT RETAINER: Stainless steel.

N.O. & N.C. CONTACTS: EX25 MODELS: B contact material: Copper
alloy, with gold plate over nickel plate. EX21 MODELS: G contact
material: Coin silver, with gold plate over nickel plate. See page
A-26 for additional contact materials.

COMMON CONTACTS & ALL TERMINALS: Copper alloy, with

gold plate over nickel plate. See page A-26 for additional
contact materials.

TERMINAL SEAL: Epoxy.

DISPOSABLE BOOT: Vinyl splashproof boot supplied standard.
Remove and discard only after soldering and cleaning
processes are complete.

Build-A-Switch

To order, simply select desired option from each category and place in the appropriate box. Available options are shown
and described on pages A-22 thru A-28. For additional options not shown in catalog, consult our Customer Service Center.
All models are process sealed to withstand machine soldering temperatures and pressure wash cleaning methods.

[ ]

Switch Function S

E121 SPDT On-Mom. 1 Amp
E221 DPDT On-Mom. 1 Amp
E125 SPDT On-Mom. 0.4VA
E225 DPDT On-Mom. 0.4VA

Plunger

S .282" high

M 331" high, snap-fitting  gyshing

S1 .332" high D1 Unthreaded

D3 .180" high, unthreaded

Terminations
A Right angle, PC thru-hole

AV2 Vertical right angle, PC thru-hole

Contact Material —

C  PCThru-hole B God

A3 Right angle, snap-in, PC thru-hole G Gold over silver

AV3 Vertical right angle, snap-in, PC thru-hole P Gold, matte-tin )
V3 .460" high, V-bracket R Gold over silver, matte-tin
V4 .630" high, V-bracket

V6 .460" high, V-bracket

V8 .953" high, V-bracket Seal

V31 .460" high, snap-in V-bracket E  Epoxy and disposable
V41 .630" high, snap-in V-bracket

V61 460" high, snap-in V-bracket splashproof boot

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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E020 Series
Sealed Snap-acting Momentary Pushbutton Switches

c SWITCH FUNCTION CONNECTED TERMINALS
(@) POS. 1 POS. 2 POS. 1 POS. 2
o]
-Q POLES NO. C&K marking this side C&K marking this side SCHEMATIC
i -
N
S E121 ON MOM. 1 (COMM)
o P 18 2 N a./. @2 No
E125 ON MOM. c
SPDT
DISPOSABLE C8K MARKING 250
SPDT s ON THIS SIDE EPOXY SEAL "l(s'so)l“
é .030 TYP.
122 DIA.
4200 ? L \ (0, 76) f @ [3NC
>E—t 300 | @ [2n0
f— — —4.1(3579;& 12,70
- >E—f v @ |1 comm.
.282
7,18 _ 050 TYP. —:ﬂ:—
e 23%(; > 1,27
’ le— .600 — . 250 TERM. WIDTH
as,24) (6,35) Terminal Nos.
Part number shown: E121SD1CGE For Reference Only
E221 ON MOM. 1 (COMM) 4
DP 1-3,4-6 1245 ||~ aa/ an el T
’ ’ NC 3 ®2 NO NC B ® 5 NO
E225 ON MOM.
DPDT
—> .080
C8K MARKING
a,52
DPDT DISPOSABLE ON THIS SIDE .450
800T / EPOXY SEAL (11,43
122 DIA '<83$s)”"'
'ca,mm'L___ X , 6 q?@!-; 3NC
.500
#_:|:£ R.185 TYP.  (12,70) 5 ‘ﬁf GID 2No
- = 4,70)
V4| & |1 comm.
282 ,050 TYP. —of|l—
@,18) X 190 TYP
(s.'zassg — - - TERM. WIDTH {483
Part number shown: E221SD1CBE (i5,24) (8,39 Terminal Nos.
For Reference Only

EX25 models must be ordered with B or P contact material.

MOM. = Momentary “
E121, E221 models c US  ith all options EX21 models must be ordered with G or R contact material.

when ordered with G or R contact material.

S 282" HiGH S1 332 HigH M 332" HIGH SNAP-FITTING
122 DIA 122 DIA. = = o™
[ ' .282 (7,16) @3, : v .332 (8,43 ,
3,700 l" 1282 (7 1 ING 3,100 WITH D1 BUSHING
.192 (4,88) -332 .381(9,68)
WITH D3 BUSHING (8,43 WITH D3 BUSHING 168
} 4,27
Not Available with D1 bushing.
NOTE: Caps available for all plunger options, see page A-27.
D1 untHREADED D3 180" HiGH UNTHREADED
.213 .213
(5,56) 5,56
.255 DIA. 206 DIA. 255 DIA.  .206 DIA.
(6, 480) (5,230 (6, 489) (5,23
J 250 | -J l«— .200
(6,35 5,08

Not available with S1 actuator.

_E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change

NOTE: Disposable splashproof vinyl over actuator and bushing supplied std., see page A-26.
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Sealed Snap-acting Momentary Pushbutton Switches

E020 Series

C  PC THRU-HOLE -
EPOXY SEAL c
PC MOUNTING 7
*_ — ANPN
250 NS 073 DIA. =
@R, .T8g o Q,850) TYP. O
»35 (4,80 . , c
G--@- —
.185 TYP. :
(4,70) : —
.050 ®--0- (@)
a,2n . =
.190 TYP. @G-
4,83)
.030 THK. e .190 TYP.
©,78) (4,83)
SPDT and DPDT
A RIGHT ANGLE, PC THRU-HOLE
— .0bU MAX.
DISPOSABLE a,s2 500
122 DIA. BOOT ;
A EPOXY SEAL _
(3,108 _ < lcoMM. NO NC 259,
/a\ — N 125 1 ’
@ | rca,m) @2@ 3@
N\t — = !
gunut ' |
1
130 4 A <J &
(3,30 * .030 TYP. { 112
.282 243 fla— ©,76) 584
.048_TYP. 7,18 6,17 .200 '
a,22) .050 TYP. (5, 08)
016 TYP. —pfla— a,2n DA E121SD1AGE
©,41) ’ SPDT
~ 3% SECTION A-A
PC MOUNTING
A3 RIGHT ANGLE, SNAP-IN, PC THRU-HOLE
.185 TYP.
4,70 |
- -
? 13 121
.500 .073 DIA.
12,700 (1,850) TYP.
i | |
-J L— tﬁ)?gs}vp. ©-0-
’ —>|_200l<—
5,08
NOTE: Terminal bend radii and lead-in manufacturing option.
A RIGHT ANGLE, PC THRU-HOLE
[+— .060 MAX. &— . 500 —>|
DISPOSABLE a,s 12,70
122 DIA. BOOT A << EPOXY SEAL ICOMM. NO NC
3,100 -
= == gs0:6 !
@  — I = (T4
125 ,
~— f = — = 3,18 @,2@ 3@ ¥
T — :
. 225 — E
5,72 282 .243 fla— [} 108
048 TYP @18 ®,17) .050_TYP. 2,70
a,2» Q18 TP, - a.2m S, 08
, e~ .500 .150 O30 TYP. —ie- 185 TYp E221SD1AGE
(2,70 a8 O 500 DPDT
SECTION A-A
A3 RIGHT ANGLE, SNAP-IN, PC THRU-HOLE
PC MOUNTING
[ ] w50 _>| r_ 150
& N ’ I .
O-®-0 ¥ 3,80
N’ (;35 (-;35 41
.500 .073 DIA.
12,700 (1,850 TYP.

-J L .070 TYP.

1,78

—>| L— .048 TYP.

1,22

NOTE: Terminal bend radii and lead-in manufacturing option.

E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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Pushbutton !

E020 Series

Sealed Snap-acting Momentary Pushbutton Switches

AV2  VERTICAL RIGHT ANGLE, PC THRU-HOLE,
150" PITCH
L0B0_MAX.
a,52
plsPoskeLE A<t EPOXY SEAL N &%
.122 DIA. B00T
@3, 100 NC
_ 3
@) 2 .soo
@ No (2,70
|
125 1
>h [RERT COMM.
.250 — _.| . 4] [ 3
6,35 ¥
_J L_ 9% L) J ol 048 TYP.
E121SD1AV2GE (95, TYP- le 150 TYP. 200 a,22)
SPDT ’ G (12,70 @,8D (5,08
030 TYP. =]l
€0,76) SECTION A-A
AV3  VERTICAL RIGHT ANGLE, SNAP-IN, PC THRU-HOLE,
150" PITCH
PC MOUNTING
|
150 TYP. CR
3,81 } 3 ®
2
ﬁ @_
.500 07 DIA.
J (12,700 (1,850 TYP.
| |
.048 TY L —_e-
(1 < .(?'fga;rYP. j T‘—
.200
&, 08
NOTE: Terminal bend radii and lead-in manufacturing option.
AV2  VERTICAL RIGHT ANGLE, PC THRU-HOLE,
150" PITCH
o y
DisposABLE Aty - EPOXY SEAL a1,43
G - —
’ NC & (=
_ 5. .3
7~ S||2 500
- NO (370
=/ / 125 Al :
;G»'B) COMM.
.250 — 6
. : (6,35) —Pl .282 U UL_
_J L_ 7,18 ,048 TYP.
.050 TYP. {1,22)
190 a.2n R ReE S IR 299
E221SD1AV2GE .55 . '030 o, ] <_' &, 08)
DPDT ©,78 SECTION A-A
AV3  VERTICAL RIGHT ANGLE, SNAP-IN, PC THRU-HOLE,
150" PITCH PC MOUNTING

©
\ /

.048 TYP. —PI I<—
a,22

NOTE: Terminal bend radii and lead-in manufacturing option.

——I L— .070 TYP.
1,78)

g
[CRACH
}_3&) A
F | 4 I
DIA.

.500 .073
(12,700 (1,850 TYP.

.150 TYP.
(3,81

S, 08

E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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Sealed Snap-acting Momentary Pushbutton Switches

V3, V4  VERTIGAL MOUNT, V-BRAGKET
V31, V41  VERTICAL MOUNT, V-BRACKET, SNAP-IN
N
192
,88)

| DISPOSABLE
/ BOOT

.0B0 MAX.

EO020 Series

PC MOUNTING

.125 TYP.
(3 18)

uonnqysnd i

|
P
) | a,52
1—@ ®-
?: C8K_MARKING
180 = " N THIS SIBE 370
4,57 ﬂ]l%_'T_;I[ﬂ ~ (15 25 ‘@\_ (9,40
@
Y o073 p1a.  E121SD3__GE
EPOXY SEAL ® 0— —
4”?‘ 2 % 0 00 @ TYPB.SQD SPDT
- cf No N
,020 TYP, .048 TYP. —
0,51 L—— 1030 .050_TYP. SNAP-IN a,22
.185 TYP. — ’ ’ 3,18 OPTION
4,70 .320 CODE DIM ‘A
le— .620 @,13
(15,75
V3, V31 .460 (11,68)
V4, V41 1630 (16,00)
V3, V4  VERTICAL MOUNT, V-BRACKET
V31, V41  VERTICAL MOUNT, V-BRACKET, SNAP-IN
PC MOUNTING
-\ < . 450 >
| (11,43 —»I 125
L1892 DISPOSABLE - .122 DIA. r— 3,18
(4,88) 1 | L/BOOT _.l 3, 100 @ @_
L0B0 MAX.
J | a,52
| .620 _@
__— CBK_MARKING - (5,75 | (9’4°)
.180 = ON THIS SIDE 1 B _Q_@
4,57 Dim 'A' l e I .073 DIA. E221 SD3_GE
ﬂ]%[ﬂ T a8 P, DPDT
MY i 190 TYP.
EPOXY SEAL 185 4,83
4f) sf] 8] 000 4,70
o cf NO _NC.IL-
020 TYP.
SNAP-IN .048 TYP. OPTION
0,51 I~ .030x .050 TYP. o
©,78) (1,27 a.22 | 1o CODE DIM ‘A
A
’ (1‘5295) —> (.33,21%) V3, V31 .460 (11,68)
’ V4, V41 .630 (16,00)
V6, V8  VERTICAL MOUNT, V-BRACKET
V61, V81  VERTICAL MOUNT, V-BRACKET, SNAP-IN
~
\ 122 DIA. PC MOUNTING
| 3,109
192 | DISPOSABLE
(4,88) I B0OOT .250 TYP.
1 ) 6,35
.060 MAX.
v % ®—@-
C&K MARKING ON ro
e OPPOSITE SIDE o)
ol [ = f LA E121SD3__GE
(4,57) DiM 'A* (19,05 ~ Y (9,40 SPDT
H - '
i .073 DIA. OPTION
I I
O—@e- 4,80 CODE DIM ‘A’
NO NC L.185 1 i TYP.
_J (4,70)
(OOE;) TYP. —sife— '%"7’:5'?152 71)-vp, a, 27) 250 V6, V61 .460 (11,68)
,76) (1, .25
.185 TYP. — 360 (6,35) V8, v81 1953 (24,21)
(4,70)
(9,14)
le——.750
(19,05) _E Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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I
Pushbutton !.

E020 Series

Sealed Snap-acting Momentary Pushbutton Switches

V6, V8  VERTICAL MOUNT, V-BRACKET
V61, V81  VERTICAL MOUNT, V-BRACKET, SNAP-IN
PC MOUNTING
_
| \ e, 450 > .250 TYP.
| DISPOSABLE 1,43 (6,35
BOOT 122 DIA. O—O-
}_l / > 3,100 T T
.158
(a,01 ‘?—?—‘
: 505~ @R &
v ] (13,09 s
180 — C8K MARKING § o
Py ON_OPPOSITE —O—0
’ SI0E Dim ‘A I | 073 DIA
- Qa,8m
p—— i 1 ] P.
eoxy st 4y sy 6 1 S e
cll noll ne _‘ ’
020 Tvp. -l —slle—} . 030x.050 Tve. SNAP-IN S35, 1P —
©,5M ©,78) (1,27 , | 50
E221SD3V6GE @, , @
, >l .380 OPTION
928 @14 CODE DIM ‘A’
DPDT (18, 05)
V6, V61 460 (11,68)
V8, V81 .953 (24,21)

OPTION CONTACT TERMINAL
CODE MATERIAL PLATING RATINGS
B GOLD
GoLD 1 LOW LEVEL/DRY GIRGUIT EX25 MODELS ONLY: 0.4 VA MAX.
P MATTE-TIN 4 @ 20 V AC OR DC MAX.
G GOLD OVER GoLp EX21 MODELS ONLY: 0.4 VA MAX @ 20 VV AC OR
SILVER 2.3 LOW LEVEL/DRY CIRCUIT OR POWER -0
R MATTE-TIN 4 DC MAX. OR 1 AMP @ 120 V AC OR 28 V DC.

* Note: See Technical Data section of this catalog for RoHS compliant and compatible definitions and specifications.

NOTE: Any models supplied with P, R, B or G contact material are RoHS compliant.

1 CONTACTS & TERMINALS: Copper alloy, with gold plate over nickel plate.
2 N.O. AND N.C. CONTACTS: Coin silver, with gold plate over nickel plate.

3 COMMON CONTACTS & ALL TERMINALS: Copper alloy, with gold plate
over nickel plate.
4 TERMINALS: Copper alloy, with matte-tin alloy over nickel plate.

EPOXY SEAL AND DISPOSABLE SPLASHPROOF BOOT

E121, E221 models € US with all options when ordered with mandatory
G, or R contact material.
P or B contact material must be ordered with EX25 models.

R or G contact material must be ordered with EX21 models.

Disposable splashproof boot supplied standard. \
Remove and discard boot only after soldering and

cleaning processes are complete.

_{
L .075 MAX.

a,sn

:

AR

EPOXY SEAL

_E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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EO020 Series

Sealed Snap-acting Momentary Pushbutton Switches

Cap
.200 DIA.
(5,089)
120
3,05 R
A A
165~
(3.94)
PART NO.

708901000 WHITE
708902000 BLACK
708903000 RED

Material: Nylon
Finish: Gloss

752701000 WHITE
752702000 BLACK
752703000 RED

Material: Nylon
Finish: Gloss

Cap Cap
375 DIA: .310 DIA.
(9,539) (7,87%)
138
S K S]]
(6,35)
£ 20 ! 25
(3,05) (6,35)
PART NO. PART NO.

801801000 WHITE
801802000 BLACK
801803000 RED

Material: Nylon
Finish: Gloss

Cap, Snap-fitting plunger

14,998

Cap, Snap-fitting plunger

’4—»—.590 DIA.

[

-

. 035j

(0,89

PART NO.

452D01000 WHITE
452D02000 BLACK
452D03000 RED

Material: Nylon

OBSJ_ o

.395
(10,03

(0,89

PART NO.

894101000 WHITE
894102000 BLACK
894103000 RED

Material: Nylon

Cap
450 SQ.
.395 DIA. (11,43)
10,038
’ 195
_ (4,95) v
Y 240
(6,10)
L-.325
(8,25
PART NO. PART NO.

484601000 WHITE
484602000 BLACK
484603000 RED

Material: Nylon

798201000 WHITE
798202263 BLACK
798203000 RED

Material: Nylon

Finish: Gloss Finish: Gloss Finish: Gloss Finish: Matte
NOTE: Other cap colors available, consult Customer Service Center.
Frames snap into panel opening and are independent from switch mounting. Accurate positioning of the PC TYPICAL APPLICATION

mounted switch relative to the panel opening is necessary to provide proper clearance between actuator and
frame. Available in two basic styles and four panel thicknesses .047-.125 in. Material: Nylon. Finish: Matte.

.047" (1,19) PANEL THK.

.062" (1,57) PANEL THK.

PART NO. PART NO.
432502263 432602263
PANEL MOUNTING

For part numbers
4325XXXXX, 4326XXXXX

'

A\

.005 R.
(0,13)
MAX. TYP.

495 + 505
(12,57 + 12,83)

1

—Dl .595 + .605 Li—

(15,11 + 15,37)

.090" (2,29) PANEL THK.

PART NO.
432702263

PART NO.

For part numbers
4327XXXXX, 4328XXXXX

'

-

125" (3,18) PANEL THK.

432802263 BLACK

—P' .620 + .625 I‘—

-(80153?- 495 + 505
019 0| (1257£12,83)

'

(15,75 + 15,88)

Third Angle
Projection

o=

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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E020 Series
Sealed Snap-acting Momentary Pushbutton Switches

PANEL INSERTS Above frames (part nos. 432XXXXXX) are also available with insert which accepts LED for
indicator light assembly. Order insert separately from frame. Blank insert panel (without hole

for LED) also available. LED not included.

Pushbutton !

PANEL INSERT BLANK PANEL INSERT
WITH HOLE FOR LED WITHOUT HOLE FOR LED
PART NO. PART NO.

894902000 476602000 BLACK

Special colors, custom markings available, consult Customer Service Center.

_E Third Angle
Projection
Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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8020 Series

Snap-acting Momentary Pushbutton Switches

Features/Benefits

® Positive tactile feel

® Multi-positions available

* Wide variety of termination options

* Epoxy terminal seal compatible with
bottom wash cleaning

® RoHS compliant models available

s

Models Available

Typical Applications

® Instrumentation

e Computer peripherals

® Telecommunications equipment

Specifications

CONTACT RATING: B contact material (8X25 Models): 0.4 VA max.
@ 20 V AC or DC maximum. G contact material (8X21, U8X1
Models): 1 AMP @ 120 V AC or 28 V DC or 0.4 VA max. @ 20 V
AC or DC max. Note: Break-before-makecontacts. Multi-pole
contacts do not make and break simultaneously. See page A-43
for additional ratings.

ELECTRICAL LIFE: 60,000 make-and-break cycles at full load.

CONTACT RESISTANCE: Below 50 mQ typ. initial @
2-4 'V DC, 100 mA, for both silver and gold plated contacts.

INSULATION RESISTANCE: 109Q min.
DIELECTRIC STRENGTH: 1,000 Vrms min. @ sea level.

OPERATING TEMPERATURE: 8X2X MODELS: -30°C to 75°C.
U8X1 MODELS: -30°C to 65°C.

CAP INSTALLATION FORCE: 10 Ibs. max. permissible.

SOLDERABILITY: Per MIL-STD-202F method 208D, or EIA RS-186E
method 9 (1 hour steam aging).

NOTE: Any models supplied with B, P, R, or G contact material are RoHS compliant.

NOTE: Specifications and materials listed above are for switches with standard options.
For information on specific and custom switches, consult Customer Service Center.

Materials

CASE: Glass filled nylon 6/6 or diallyl phthalate (DAP),
flame retardant (UL 94V-0).

PLUNGER: Glass filled nylon or glass filled polyester (PBT) (UL 94V-0).
CAP & FRAME: Nylon, black, standard.

BUSHING: Brass or zinc, nickel plated.

HOUSING: Stainless steel.

SWITCH SUPPORT: Brass or steel, matte-tin plated.

N.O. & N.C. CONTACTS: 8X21, U8X1 MODELS: G contact material:
Coin silver, with gold plate over nickel plate. See page A-43 for
additional contact materials.
8X25 MODELS: B contact material: Copper alloy, with gold plate
over nickel plate. See page A-43 for additional contact materials.

COMMON CONTACT & ALL TERMINALS: Copper alloy, with gold
plate over nickel plate.

TERMINAL SEAL: Epoxy. Refer to soldering and cleaning
Technical Data Chapter.

HARDWARE: Nut & Locking Ring: Brass, nickel plated;
Lockwasher: Steel, nickel plated.

Build-A-Switch

To order, simply select desired option from each category and place in the appropriate box. Available options are shown
and described on pages A-30 thru A-45. For additional options not shown in catalog, consult Customer Service Center. All
models have epoxy terminal seal and are compatible with all “bottom-wash” PCB cleaning methods.

(T I T T T THATT ]
L L L L
I

Switch Function S Bushing u| Contact Material |
8121 SPDT On-Mom. 1 Amp D9 .280" high, keyway B Gold Frame Color
8125 SPDT On-Mom. 0.4VA H .250" high, flat P Gold, matte-tin 2 Black
8221 DPDT On-Mom. 1 Amp Actuator or Plunger NONE No bushing G Gold over silver NONE Models
8225 DPDT On-Mom. 0.4vA S Plunger choice required R Gold over silver, without frame
8321 3PDT On-Mom. 1 Amp  NONE Snap-in D .280" high, keyway matte-tin 1 White
8325 3PDT On-Mom. 0.4VA  J80 Snap-in D2 .288" high, flat 3 Red
8421 4PDT On-Mom. 1 Amp J81 Snap-in w/frame D3 .180" high 5 Yellow
8425 4PDT On-Mom. 0.4VA  J82 Snap-in w/frame for LED  pg 288" high, flat Seal 6 Green

J83 fslnaﬁ-iﬂ w/frame & H9 250" high, flat, hi torque | £ Epoxy 9 Gray
Note: UL models usn cap Y .350" high, keywa
avallable, see page A-30 J84 Snap-in w/frame for LED, ys3 6,35mmghigh,y ! ' ig‘;’g potted LED Color —

: flush cap keyway, hi torque Cap Color 3 Red

J85 Snap-in w/frame &LED  y4 378" high, flat, hi torque 2 Black 4 Orange NONE Models

J95 PC w/V-bracket & LED Y9 350" high, keyway NONE Models 5 Yellow without LED

L Plunger without caps 6 Green 5 Yellow

M Snap-fitting plunger 1 White 7 Blue 6 Green

3 Red 9 Gray

Terminations
A Right angle, PC thru-hole

AV2 Vertical right angle, PC thru-hole
C  PC Thru-hole

Z  Solder lug

A2 Right angle, PC thru-hole

A3

A6 Right angle, PC thru-hole

R Right angle with PCB

A4 Right angle, PC thru-hole, reversed terminals V2

AV1 Vertical right angle, PC thru-hole
AV3 Vertical right angle, snap-in, PC thru-hole

Right angle, snap-in, PC thru-hole R2 Right angle with PCB, reversed terminals

V31 .460" high, snap-in V-bracket
V61 .460" high, snap-in V-bracket
W .750" long, wire wrap

W1 .964" long, wire wrap

.630" high, V-bracket W3 .425" long, wire wrap

.953" high, V-bracket W4 1.062" long, wire wrap
1.150" high, V-bracket Z3 Quick connect

.555" high, V-bracket
.460" high, V-bracket
.630" high, V-bracket
460" high, V-bracket

V3
v4
V6
v7
V8
Vo

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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8020 Series

Snap-acting Momentary Pushbutton Switches

1/4+40 UNS-2A

.030x.080 TYP.
0,76 (2,03

c SWITCH FUNCTION CONNECTED TERMINALS

o POS.1 | POS.2 POS. 1 POS. 2
=

= UL/CSA* l ‘ l ‘
Q NO. MODEL C&K marking on C&K marking on
L POLES MODEL NO. NO. opposite side opposite side SCHEMATIC

(2]

S 8121 usii N MOM
o o oM. 1@ (COMM

SP 1-3 1-2 3 o>
12 .
8125 ON MOM sPOT
SPDT SN
EPOXY SEAL

.122 DIA.
@A, 108 } 1Ky _f S 3 NC
= i .500
r 185 _TYP (12,70 (K&]))2 No
3 E= “, 70 &1 comM
.218 .250 (= . 410 +— .155 —>| .270 L—
(5,54 6,35 (10,41 (3,94) (6,86)
Terminal Nos.
Part number shown: 8121SHZGE For Reference Only
8221 U821 ON MOM. 1oCcoMmy 4
o e s 3 e W’ °
22 N MOM. s
8225 © © DPDT

C&K MARKING ON

Part number shown: 8321SHZGE

DPDT OPPOSITE SIDE 1190
EPOXY SEAL 4,83)
.060 ,
52 040 —B |-
1/4+£40 UNS-2A ’ _{ : gagsx) .o(googw)rp. 1,02
.122 DIA. A 4 4
(3,100 } 2Ry —{ f 3 c-:@ ? 3 NC
.500
185 TYP (12,7003 @f ? 2 No
f i (4,70)
I -—{ 1@ @01 comm.
TN
.218 ,250 ke . 410 >t .155 PRI
(5,54 6,35 (10,41 (3,94 ,
Part number shown: 8221SHZGE Terminal Nos.
For Reference Only
8321 U831 ON MOM. '/.1 4 @ (COMM) 7
3P 1-3,4-6,7-9 1-2,4-5,7-8 —_— ﬁ ﬁ
A T 3 ®2 & [ 3] El ®s
8325 ON MOM. 3PDT
3PDT §ERoSITE STng 190 TYP
EPOXY SEAL I ’
a & .040 TYP. —{> “,83
1/4+40 UNS-2A ’ _{ .(gagé.o(goog\)rp. 1,02
.122 DIA. A 4 ’
(3,108 ] 1k _f } 9?%@ 3 NC
.500
E ,1(25;5;{1: 12,70) 8 ? j% (=72 No
Al -—'f i 7 2 B =>Y1 comm.
.218 . 250 = . 475 S5 .650
5,54 6,35 (12,07 3,94 (16,51

Terminal Nos.
For Reference Only

MOM. = Momentary

*U811 thru U841 model numbers n“us with all options (except R, R2 terminations)

8X25 models must be ordered with B or P contact material.
8X21 and U8X1 models must be ordered with G or R contact material.

when ordered with G or R contact material.

_E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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8020 Series
Snap-acting Momentary Pushbutton Switches

SWITCH FUNCTION

CONNECTED TERMINALS

POS. 1

POS. 2 POS. 1 POS. 2

4

4

Part number shown: 8421SHZGE

UL/CSA* L L
NO. MODEL ) )
C&K ki C&K ki
POLES ||  MODEL NO. NO. opposito Sile opposie Sie. SCHEMATIC
8421 us41 ON MOM. .1/0 4@ COMMD 7 10
4P 1-3,4-6,7-9,10-12 | 1-2,4-5,7-8,10-11 o5 oo e oo 7;
R A 3 e2 6 @5 g es 12 @1
8425 ON MOM.
4PDT
4PDT C&K MARKING ON
OPPOSITE SIDE EPOXY SEAL .(;I‘an}'YP.
a8 .030x.080 TYP. 040 TYP.—> [
1/4+40 UNS-2A 4 0,76 (2,03 a,02
.122 DIA. T i
@, 100 1 TRy = [IRE ©$@E@ 3 NC
.500
o Tvp (i3 70 (Sl @S2 1o
¥ i “,70 é 4
, —7 y oo s com,
.218 .250 ke . 475 .155 .sso—>|
(5,54 6,35 (12,07 3,94 @1,59

Terminal Nos.
For Reference Only

MOM. = Momentary

* U811 thru U841 model numbers B“US with all options (except R, R2 terminations)

when ordered with G or R contact material.

OPTION
CODE CAP AND FRAME COLOR
2 BLACK
NONE No Frame Color (J80 option)
1 WHITE
3 RED
4 ORANGE
5 YELLOW
6 GREEN
7 BLUE
9 GRAY

Other colors available, consult Customer
Service Center. Cap and Frame Finish: matte.

NOTE: Caps and frames available separately,

see pages A-44 and A-45.

8X25 models must be ordered with B or P contact material.
8X21 and U8X1 models must be ordered with G or R contact material.

J80 snap-in
- 475 137 .295
(12,07 .48 @49 PANEL MOUNTING
.005 R. MAX.
T ©,13 TYP.
.715 .450 SQ. T
(8,18 a1,43) "
.600
l Y as,24

_.l I‘_ .500
PANEL_THICKNESS
.082 TO .125 (2,70
1,57 3,18

NOTE: No frame color choice required.

** Increase this dim. to .620/.625 (15,75/15,88) for .091/.125 (2,31/3,18) thk. panels.
J81 SNAP-IN WITH FRAME

.0380
r 615 T 2,29
s5,62) 062
a,s”n "‘
bR

. 765
19,43 (ﬁ? 4533 )

L ¥

.280
2,1 PANEL MOUNTING

.00S R. MAX.
(0,13 TYP.

5
7 BN
7 500
(2,70
> le— PaneL_THICKNESS
047 T0 125
SRENCRT)

NOTE: Available with C, W-W4, Z or Z3 terminations and SPDT and DPDT models only.
** Increase this dim. to .620/.625 (15,75/15,88) for .091/.125 (2,31/3,18) thk. panels.

E Third Angle
Projection

Dimensions are shown: Inches (mm)

Specifications and dimensions subject to change
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8020 Series
Snap-acting Momentary Pushbutton Switches

ACTUATOR—SNAP-IN FRONT MOUNT mmmm| | [ KrHITHFOH H |0

g Third Angle
Projection

Dimensions are shown: Inches (mm)
Specifications and dimensions subject to change
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CCMO03 MK2 Series

CCMO03-3011 LFT

| 25,5+0,2 |04

21 13,15

2,54

MICROSIM CARD

o) 'n'nj

9,65
|

2,55 (2,7 max. includes solder tails)
13,7

0.7 [
- 25° N
T ) :
‘ = ] v
N~ "LSEE DETAIL A 9 29,65
I 29,65 Scale 5
5,65+0,2 | 13,8
a5 245 R1,9 1,25 -
lider locked | 8
Slider locke = {—
@n
Bump . i o o
_ al “N’ &Y O O Bl
Pick and place area 0 - = o 0O =
23,5 h o o
X 1
LOCK nm;n

Date Code area

R1.9 & 381138

RECOMMENDED PC BOARD LAYOUT
(Component side)

Plastic outline

Contact foot area 1,5
0,8x1
Pad 1.55
o +-c cr—L
Y —t—Ccea-- C2
c3
— C4
N
~ = o
e

&
Prohibited area

Contact location according to
ENV1375-1 & GSM11-11

_EEI_ First Angle

Projection
Dimensions are shown in mm
Specifications and dimensions subject to change
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CCMO03 MK2 Series

CCMO03-3012 LFT
25,5+0,2 0,4
21 |1 13,15 3
N
= e ;) ||
_ - - - MICROSIM CARD
g : :
5[ © =
Hlsle i = = S N f— - / »
[0}
o= | = = Q = _ | o . Q
3 ) ,} - 0 = o 180'max o
% o S | g
3 e =
2 10,16 <
£ @
% 20,32 ° S
1S I o>c<) Q} (0539
~| Y
S Mated condition ™ |
9 07 o) 81,81 a
o L 25° 7 , o g
=i /;ia% ——r T 2 7
N - A SeE DETAIL A g 5otz ®lo0,1]A[B] 2285
T | (25,5)
29.65 DETAIL A [
I : Scale 5 —7 oo
5,65:0,2 18 (A S
3,5 245 R19 1,25 ) 08 /é\
Slider locked & (25,5) —
@n
Bump . o 0O
al o o o I
Pick and place area - = o O =
23,5 0O O
LOCK -
| D
ate Code area
R1,9 - 3,81|3,8
RECOMMENDED PC BOARD LAYOUT
(Component side)
1,5_1 23,2 115
Plastic outline 144
Contact foot area o1,
0,8 x1
Pad ] 55
f Qf— T -
gl e —tos—aaH—+ o
,“% ) —"-C_G—‘—E]—_;E_ C2 o™
=) C7 F= C3
IE _—+C T —t C4 o
& °
Vo] —
o 5
Prohibited area <3- 1 934 |
Contact location according to | 255 |
ENV1375-1 & GSM11-11 L . 1
_E} First Angle
Projection

Dimensions are shown in mm

Specifications and dimensions subject to change
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CCMO03 MK2 Series

CCMO03-3013 LFT

2.1

9,65

| 3.2

2,55 (2,7 max. includes solder tails)

180°’max

Mated condition

0,7
@
25° A
{\ imi= ’ﬂ Jk!?—_
- A SEE DETAIL A d (25.5)
| 29.65 DETAIL A insulated blade switch
I 2 Scale 5 .5 Scale 5 E
5,65+0,2 | 13,8 —
i 5 <
s 245R19 125 A (2]
) )
) | | 0 0,8 ’? Plastic actuator
Slider locked ©| ‘_ E
| S (25.5) -
op S /)]
= i o M O O
= _ 0 & o o 0O ol
Pick and place area ~ 0 = 0 o d =
23,5 . h v o o
LOCK L _ :
R1o X 3'81l3’8 Date Code area
RECOMMENDED PC BOARD LAYOUT
(Component side)
Plastic outline
Contact foot area 15
0,8 x 1
Pad | 1.55 -
|
< 1—c ciI— - o S
——Cce & - c2
—& 3 ) 29,65
- — - | sw_
~ I < =)
|| 6
[sp]
Prohibited area I

Contact location according to

ENV1375-1 & GSM11-11

MICROSIM CARD

_EEI_ First Angle
Projection

Dimensions are shown in mm

Specifications and dimensions subject to change
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CCMO03 MK2 Series

26,9:02

03

CCMO03-3512 LFT

MICROSIM CARD

180'max
£ s@®  ~
g 0 Mated conton
< - 250 = g =l
7 | - o =
== R =
g 5 o
\— SEE DETAILA - &y S5
DETAILA (299)
I 29,65 Scale 5
o= >
5,65:0,2 138 ] = L
j ] A
‘ 35 245 R1g 1% 15 T
Sicerloced g 9 —
Bump i o O
= o od |
Pick and place area = o O =
3, i o 0o
RECOMMENDED PC BOARD LAYOUT
(Component side)
Plastic outiing %1 235 1%
Contact foot area 14
15x1
Pad 55 1251 55
3 T1T—05 01—
——C6 - C2
N 03 ~—
= =P
Prohibited area

Contact location according to

ENV1375-1 & GSM11-11

_E} First Angle

Projection
Dimensions are shown in mm
Specifications and dimensions subject to change

36

www.ck-components.com


http://www.ck-components.com

CCMO03 MK2 Series

CCMO03-3504 LFT / CCMO03-3505 LFT

| 25,5+0,2 |

12,75 ‘
25

(<]
[Te) 3
o L1 |
e (Y&
,1 o >
2l <] [~ = ==
E T =
5 T = 3 o
e} I - = o =
o =
7] o| =5 = =
g o P il G
3 - = V% DETAIL A
= < [ — 8| Scales
% ® - 10,16 2
1S S — 3 ;
) Y Mated condition gre pETAIL A X 40
Yo} 3 ,
) < <
o o) o o
E o
- I = l
I
/< i) 8 5,-’
, 12,1 o «
30 A
| 25,5 |
B ! =
Pick and place area —= p— Card stop <
63,5 (2]
)
L — 1,4%005
oo é{; SaE) >
w| ~ oo oo Py
9% [dE-Em sl 2k . »
dulaAd AT I8 ' HUB|| _o
ERRI: | = =
. oo
XX-
71
= 01,6
Date Code area J B P.3 |
120 | 1,49%
]
21,55 !
RECOMMENDED PC BOARD LAYOUT
(Component side)
Plastic outline 1.5 23,2 1.5
1 4+0 ,05
Contact foot area -l 1,44
0,8x1 _\ )
| 55 12,5 5 5 | <t
Pad «©
N \ _ ol
| A
© \— [ 2
= O A | 3 e -
o —Fes s —ace | | FlE
- Hacs 7 ¥ s o
N
N 2/ = (3.45) (25,5)
= IF3 $=7 ~ &8 (9.75)
(3" -1 — — 7T
(e
Prohibited area 3’81| 6.35
Contact location according to
ENV1375-1 & GSM11-11 25,5

_E_ First Angle

Projection
Dimensions are shown in mm
Specifications and dimensions subject to change
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CCMO03 MK2 Series

CCMO03-3754 LFT

“ DETAIL A
o A-A
ol 3 Mated condition SEE DETAIL A Date code updated
gl 9
S| 3 - 3,81 | 381
a5 ° I - L Q ]
[ | o9 Bl
O —— — — ©
D7/ =~ ——— . O p =
T N 2
| } 0.8 0.8 9.9) 4 (15.85)
14,25:0,2 (14,25) 3.8)
|
11,8
5.9 1,99% | 0,850
24 | 24

Pick and place area
035 | \

(4,34)

6x

9.7 0,3 [A]

K

.

23
i

il

P

111

p— Card stop
0,9:0257\

0,95+0,2

i

158~

[2,54] 2,54

I il

l §>L\
s
<
@
=
(/9]

S —
ey 1B
TI | ; i - |
| <
| l | - /FA 3 <
1 © il
- 07 | —-fB =
N X;XX’_) ! g ||
7 [SeX Al
o
| 3,05
x
Date Code area 4.9 9.2 &l _>_3.5_|(_
0,757508

RECOMMENDED PC BOARD LAYOUT
(Component side)

Plastic outline

Contact foot area § 1,5 11,95 38 115
)

0,8x0,7
Pad

—=
0
 —
< 0
0
N
—
<
LD_ —
o N
i ©
B[ B
o .
[e2]
— rSW =
<
A
N -
SwW

Switch contact foot area
0,8x1

Contact location according to
ENV1375-1 & GSM11-11 14.25 38

_EEI_ First Angle

Projection
Dimensions are shown in mm
Specifications and dimensions subject to change
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CCMO03-3760 LFT

CCMO03 MK2 Series

DETAILA

(169

4

(1589

]
I

0.75

06

=

N
|

153

COUPE A-A
% Mated condition SEE DETAILA
gl 2 381 38
= T
S ‘\ of—
P e el \ =
)
/ 2\
7/
08
| 1425402 142
118
59 g9
Pick and place area 2/ 24
035 |
<t
- i
— | &
a9 —m N hr— =
\7 | [T b=
B AT i L~ ~ T =~
- — F— D— Cardstop
<] e \_|_ - — o) %
I — l/ [T
)| .
I ) |
4 = =]
|
oo U
I
|
Date Code area 49 I 2 0
B 075
RECOMMENDED PC BOARD LAYOUT
(Component side)
Plastic outine
Contact foot area \ | 15 1% 19
08x0,7
Pad —_\\\ |
) 007
\ I
5 — & e - +— - — - —- =3k
= l
= |
Y | 2
= o = e R IR B =
- —1- 5o s8]

Contact location according to
ENV1375-1 & GSM11-11

142

38 A
T

306

_EEI_ First Angle
Projection
Dimensions are shown in mm
Specifications and dimensions subject to change
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Contact location according to
ENV1375-1 & GSM11-11

CCMO03 MK2 Series

Mated condition
) 381

025 +005 x45

S !

SEEDETAILA

5

| | 08 08
14,25+0,2 (1429 38
118
5 19 4% 05
Pick and place area ! Y =
035 |\
— ] |
s | o |
o2 e =iy 5 % )
= 5 P— Cardstop =
- 09 2025 /7 |
. _095:02 = ]
s
' i
| = | =
| . = &
A = =
<C
Date Code area — 49 ! 82 s[@] = L
i 0%5 g
o RECOMMENDED PC BOARD LAYOUT
Plastc outing (Component side)
Contact foot area \
0,8x0,7 18 1% 38 15
Pad — _| |
3 L | ® ©
= HArSW |
(] s %TN —
_ Switch contact foot area
08x1

142

First Angle
Projection

=1&

Dimensions are shown in mm

Specifications and dimensions subject to change
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CCMO04 MKS3 Series

Features

e SIM and SAM card acceptance

e Compatible with pick and place and
lead free soldering

Typical Applications

* Mobile
e POS

* Identification

e GPS

Mechanical

Number of contacts
Mechanical life

Card insertion force
Card extraction force
Contact force
Vibration Frequency

Shock

6or8

30,000 cycles

10N max

1N min / 10N max

0,35N min to 0,65N

10 to 500 Hz. Acceleration 50m/s?
Duration 6 hours - amplitude 0,35mm
Peak value 500 m/s? — Duration 11 ms
3 shocks in each direction of each axis

Max elect. discontinuity 1ps

Packaging

See table below

Soldering Process
Compatible with lead free SMT soldering process

Contact Electrical Data

Insulation resistance
Contact resistance max
Switching current
Dielectric strength

Environmental Data

Operating temperature
Salt mist

Damp heat

RoHS compliant

1000 MQ min
100 mQ max
10 yA min /1 A max
750 Vrms min

-40°C to +85°C
IEC 512 test number 11f (96 hours)
IEC 512 test number 11c (10 days)

Designation

# of Contacts | Contact Plating

PCB Version

Height (mm)

Dim. (mm)

Packaging

CCMO04-5137LFS

6 gold

SMT IN 1,9

8,15 X 10,45

reels of 1,900 pcs

Dimensions are shown in mm
Specifications and dimensions subject to change
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CCM04 MKS Series

CCMO04-5137 LFS

18 IEI

162

Mated condition
SEE DETAILA 381 38

025 +005 x45

~
\\\-/
I

10,4502

Date Code area

J
i

\
254

4

Pick and place area
033

RECOMMENDED PC BOARD LAYOUT
(Gomponent sice)
Plastic outine
Contact foot area
0,6x0,7

8,19 15

T “1Eh
e ks
|
= o -Jr S : o
N——cﬂ B s E
L /1 | _ 35

Contact location according to 38 3 0265

1SO 7816-2 & ENV 1375-1 & GSM11-11 1045 |

| s 19 96
3 & °<
44 =
P

DETAILA
Scale 10

0
1 A

06

1049

E First Angle
Projection
Dimensions are shown in mm
Specifications and dimensions subject to change
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