
www.carlingtech.com     860.793.9281     sales@carlingtech.com

These switches are a staple in the marine and 
transportation industries and have passed a range of 
environmental, corrosion, temperature, vibration, shock 
and sealing tests including MIL Std 202F, MIL Std 510.1, UL 
1500, ISO 8846, IEC 60529 and BS 5490 among others, 
making them one of the most rugged and reliable 
switches ever manufactured.

request sample, configure part, watch video

Contura® IP66/68 Snap-In Mounted Switches

V-Series
Sealed Rocker Switches

PRODUCT WEBPAGE

Typical Applications
	∙ On/Off-Highway
	∙ Marine

	∙ Armoured Vehicles
	∙ Mining Machinery

	∙ Any Application Requiring  
Sealing Protection

Poles Amps VDCVAC
1-2 .4-20 12-24125-250
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INTERCHANGEABLE ACTUATORS
Panel redesign is a snap with our 
wide range of rocker styles. Achieve 
maximum design variety with 
minimum inventory. Simply swap 
rockers to create an entirely new look 
for your panel.

DUAL SEAL PROTECTION
Seals out water, dust, debris, 
and sealed to IP66/68 for 
above-panel components

CLEAN CONNECTIONS
Options for both eight and 
ten terminal base styles with 
AMP & Packard compatible 
connectors affords myriad 
circuit options while 
providing ease of assembly.

MULTIPLE LIGHTING OPTIONS
In addition to Incandescent 
lamps, our LED illumination 
is offered in a wide array of 
light intensities, colors, as 
well as dual level, tri-color, 
and flashing options.

BRASS ROLLER PIN
Robust mechanism 
eliminates the need for 
lubricants. Enables switch 
to withstand -40°C to 
+85°C temperatures.

OPTIONAL PANEL SEAL
Helps prevent water/
dust ingress behind 
panel.

SILVER PLATED BUTT 
CONTACT MECHANISM
Providing 50k to 100k 
electrical cycles, 
circuit and load 
dependent

Design Features
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Contura II & III
The Contura II & III actuators are 
constructed of thermoplastic 
polycarbonate and are offered with 
a hard nylon overlay or a “soft-touch” 
elastomer overlay. These models 
incorporate aesthetic designs on 
the top and bottom of the rocker 
featuring two rows of raised “bumps” 
on the Contura II and three “indented” 
lines on the Contura III.

Contura IV
The Contura IV’s “Shape to create 
a Shape” actuator works with the 
curves, contours & advanced styling 
of the latest panel designs, flowing 
with these advanced curves & radii.  
This actuator style fits on the Contura 
flush bracket/bezel.

Contura V
The symmetrically curved Contura 
V actuator provides the perfect 
complement to the Contura IV’s 
“Shape to create a Shape” design 
concept. With its flush style mounting 
bracket, Contura V can be mounted in 
between two Contura IV’s, by itself, or 
in groups.

Contura VII
Contura VII featuring gently curved 
corners and edges assuring 
compatibility with most any panel 
design. Intuitive feel is maximized 
by the use of 2 embossed circular 
pads located at opposite ends of 
the rocker. Any combination of Bar 
or Oval style lenses can be located 
in the pads providing a truly unique 
look, exclusive to Contura VII.

Contura VI (WAVE)
The Contura VI WAVE sealed rocker 
switches, when used in a row, create 
an uniquely appealing “wave” design 
on your panel. A variety of colors and 
finishes are available for both rocker 
and wave insert. Contura VI features 
bar and oval lenses.

Contura X
The raised bracket/bezel on the 
Contura X helps prevent debris from 
being trapped under the actuator. This 
curved rocker style is available with a 
variety of lenses and legends.

Contura XI
The raised bracket/bezel on the 
Contura XI helps prevent debris from 
being trapped under the actuator. This 
convex style rocker is available with a 
wide variety of lenses and legends.

Contura XII
The Contura XII version features a 
paddle style actuator with the raised 
bracket/bezel of Contura X and XI. The 
contoured handle design provides 
intuitive recognition and ease of 
operation and is available with all 
Contura X and XI lens and legend 
offerings.

Contura XIV
The Contura XIV represents a sleek new 
crossover rocker design which should 
appeal to Trucks, Buses and Heavy 
Vehicles as well as the Marine Industry. 
Intuitive feel is provided by recessed 
ridges along with a Center Groove 
which effectively defines the boundary 
between top and bottom switch 
functions. 

Illuminated Indicators & 
Accessories
Alert operator of systems functions or 
malfunctions, are offered with removable/
replaceable lamps in Contura II, II, V or X styles. 
Accessories include connectors, mounting 
panels, hole plugs, panel seals, and actuator 
removal tools.  Refer to accessories page for 
full details

Actuator Options & Accessories
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Additional V-Series Ratings
1 	 .4VA @ 28VDC Resistive
4 	 10A 250VAC 1/2 HP, 15A 125 VAC 1/2 HP, No Agency Listings
5 1	 10A 250VAC 1/2 HP, 15A 125 VAC 1/2 HP, UL Recognized, CSA Certified 
B 	 15A 24V
C 	 20A 18V
D 	 20A 12V
E 	 20A 14V, 10A 14VT (circuits 1, 4, A, & D only)
F 	 10A 14V, 6A, 14VT (circuit G only)
G	  20A 6V
H	  20A 3V
L 2	 15A 125 VAC, 10A 250VAC, 1/2 HP 125-250 VAC; 6A 125 VAC L
M 	 .4VA/20A 12V (combi-contact)
	 (combination gold/silver contacts for borderline dry circuit  
	 applications)
N 	 .4VA/15A 24V (combi-contact)
	 (combination gold/silver contacts for borderline dry circuit  
	 applications) 

NOTES
Consult factory to determine availability for individual circuits and their HP rating.
1.	 Not available with Contura 7 or 14 rocker styles.
2.	 Rating L available with circuits 1, 4, A & D only.

Easily integrate Contura products into your system, with Contura 
Accessories

Contura Connectors

Contura X Boot (P/N VB1-01)

Contura II, III, IV, V, VI & VII Actuator 
Removal Tool (P/N VRT)

Accessories
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DETAIL VIEW
VH2,VH4 & VH6

HOLE PLUGS
(With wing serrations)

VHP
CONTURA II,III HOLE PLUG

VHP
CONTURA II,III HOLE PLUG

VH3
CONTURA IV HOLE PLUG

(No wing serrations)

VH5
CONTURA V HOLE PLUG

(No wing serrations)

DETAIL VIEW
VH1,VH3 & VH5

HOLE PLUGS
(No wing serrations
for ease of removal)

VH1
STANDARD HOLE PLUG

(No wing serrations)
(With VC1 connector attached)

TEST CUT
HOLE IN
ACTUAL

MATERIAL

VH6
CONTURA V HOLE PLUG

(With wing serrations)

VH4
CONTURA IV HOLE PLUG

(With wing serrations)

VH2
STANDARD HOLE PLUG

(With wing serrations)

.830
[21.08]

.430
[10.92]

1.820
[46.23]

1.240
[31.50]

2.000
[50.80]

1.067
[27.10]

1.928
[48.97]

1.020
[25.91]

1.450
[36.83]

Contura Hole Plug
Dimensional Specifications: in. [mm]

Contura Mounting Panels
Dimensional Specifications: in. [mm]

MOUNTING PANEL
For additional units, add 1.03[26.2] per unit. For 
more than 2 V-Series Switches, add middle 
section. Available in panel Thicknesses listed 
below. Consult factory.

+.008[+.20]
-.000[-.00]

.984
[25.00]

+.008[+.20]
-.000[-.00]

1.90
[48.2]

TEST
CUT

HOLE IN
ACTUAL

MATERIAL

TEST CUT
HOLE IN

ACTUAL MATERIAL

VMS
MOUNTING PANEL

HOLE

VMS
MOUNTING 

PANEL

VMM
MOUNTING PANEL

MIDDLE

VM6
MOUNTING PANEL

VME
MOUNTING PANEL

END

VM3
MOUNTING PANEL

MOUNTING PANEL
OPENING
(2) UNITS

+.008[+.20]
-.000[-.00]

2.90
[48.2]

2.300
[58.42]

1.970
[50.03]

2.300
[58.42]

1.187
[30.14]

1.700
[43.18]

1.030
[26.16]

.670
[17.01]

1.030
[26.16]

6.490
[164.85]

2.300
[58.42]

2.300
[58.42]

3.400
[86.36]

PLUG
MOUNTING HOLE

VHP
MOUNTING PANEL PLUG

DETAIL VIEW
VH1

HOLE PLUG

VH1
HOLE PlUG VH2

HOLE PLUG
DETAIL VIEW

VH2
HOLE PLUG

1.450
[36.83]

.830
[21.08]

1.900
[48.26]

.960
[24.38]

1.460
[37.08]

1.240
[31.50]1.820

[46.23]
.430

[10.92]

.080
[2.03]

1.900
[48.26]

.960
[24.38]

1.910
[48.51]

.960
[24.38]

1.034
[26.26]

1.340
[34.03]

+.008[+.20]
-.000[-.00]

2.02
[51.3]

.187
[4.75]
.250

[6.35]
.375

[9.52]

.62
[1.57]
.093

[2.36]
.125

[3.17]

MOUNTING PANEL THICKNESS

TEST CUT
HOLE IN
ACTUAL 

MATERIAL

(No wing Serrations 
for ease of removal)

(No wing Serrations 
with VC1 connector attached) (with wing Serrations ) (with wing Serrations )

Accessories
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EUROPE

MIDDLE
EAST

SOUTH
AMERICA

ASIA-PACIFIC
OCEANIA

AFRICA
MEXICO

USA

CANADA

Authorized Sales Representatives and Distributors

About Carling
Founded in 1920, Carling Technologies is a leading manufacturer of electrical and 
electronic switches and assemblies, circuit breakers, electronic controls, power 
distribution units, and multiplexed power distribution systems. With six ISO9001 and 
IATF16949 registered manufacturing facilities and technical sales offices worldwide, 
Carling Technologies Sales, Service and Engineering teams do much more than 
manufacture electrical components, they engineer powerful solutions! To learn more 
about Carling please visit www.carlingtech.com/company-profile.

To view all of Carling’s environmental, quality, health & safety certifications please visit 
www.carlingtech.com/environmental-certifications.

Click on a region of the map below to find your local representatives and distributors 
or visit www.carlingtech.com/findarep. 

© Carling Technologies, Inc.  
Carling, Contura are registered trademarks of Carling Technologies, Inc. in the U.S. and other countries.


